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PREFACE 



In preparing this volume on Electric 
Heating, as one of a series entitled 
The Elementary FAectro- Technical Series^ 
\ the authors believe they are meeting a 

demand, that exists on the part of the gen- 
eral public, for reliable information re- 
specting such matters in electricity as 
can be readily understood by those not 
especially trained in electro -technics. 

The subject of electric heating is to- 
day attracting no little attention. The 
wonderful growth in electric street rail- 
ways, coupled with the readiness with 
which the current can be applied to 
the heating of the cars, together with 
the marked efficiency of the electric air 
heater as an apparatus for transforming 
electric energy into heat energy, have, 
during the last decade, caused a develop- 
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ment in electric car heating. But the 
growth of electric heating has by no 
means been limited to this particular 
field. The development of electric cook- 
ing apparatus has naturally attended the 
extensive distribution of electricity for 
lighting and power, and electric cooking 
is now taking its place with electric light- 
ing as an adjunct to the modern house. 

In the direction of the employment of 
powerful electric currents for heating 
effects, processes for electric welding, and 
the electrical sha])ing and forging of met- 
als, are coming into commercial use, and 
applications are daily being made of the 
power of electricity in electric furnaces, 
either where the heating effect alone is 
employed, or where both heating and 
electrolytic effects are utilized. 
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ELECTRIC HEATING. 



CHAPTER I. 

INTRODUCTORY. 
O 

Zoroaster, the founder of fire worship, 
because of the many advantages mankind 
derived from fire, bade his followers wor- 
ship the sun as its prime and sustaining 
cause. Although the idolatrous doctrine 
of the old Persian is now entirely dis- 
credited by civilized races, yet the truth 
of the belief that found in the sun the 
source of all the thermal phenomena of 
the earth, still remains unchallenged. It 
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can be shown, from a scientific point 
of view, that in reality, there is not one 
of the many ways in which man can 
produce heat on the earth, that cannot 
trace its prime cause to the sun. 

Take, for example, one of the common- 
est methods of obtaining heat; namely, 
by the burning of a mass of coal. Here it 
is, at first sight, by no means evident, that 
the heat of the glowing mass was derived 
from the sun. In accordance with mod- 
ern scientific belief, heat is no longer re- 
garded as a kind of matter, but as a con- 
dition of matter. A hot body differs 
from a cold body in that the very small 
particles or molecules, of which it is com- 
posed, are in a state of rapid to-and-fro 
motions or oscillations. When a hot 
body grows hotter, the only effect pro- 
duced, unless the body is melted or evap^ 
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orated, is to increase the violence of these 
molecular oscillations. Could we de- 
prive a body of all its heat its oscillations 
would entirely cease. In order to pro- 
duce molecular or heat oscillations, en- 
ergy must be expended on the body ; that 
is, work must be done on its molecules. 
In other words, a hot body is a mass of 
matter plus a certain quantity of molec- 
ular energy. When a hot body cools, it 
throws off or dissipates a certain quantity 
of its molecular energy, and, when the 
heat thus thrown off is absorbed or taken 
in by another body, the latter thereby 
acquires an additional store of energy. 
When a pound of coal is burnt in air, the 
heat produced results from the mutual 
attractions existing between the mole- 
cules of the carbon and the molecules of 
the oxygen in the air; or, from what is 
ordinarily called their chemical affinity. 
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Unburnt coal and air possess, jointly, a 
store of chemical energy, having the 
power or potency of doing work, but 
actually doing no work; while coal and air 
after burning, no longer possess this store 
of chemical energy, but have acquired in 
its place a stock of oscillation or heat en- 
ergy; i. e,, energy of oscillation. 

Could the burning be effected in a heat- 
tight space, this oscillation or heat energy 
would be entirely confined to the interior 
of the chamber, but as no bodies are per- 
fect non-conductors of heat, such a heat- 
tight space cannot be obtained, and some, 
at least, of the oscillation energy will be 
communicated to surrounding bodies. 

A steam engine is a machine for pro- 
ducing mechanical energy at the exi)ense 
of molecular oscillation energy. If we 
suppose that a pound of coal could be 
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burned in connection with a theoretically 
perfect steam engine, with the necessary 
quantity of air, all the molecular oscilla- 
tion energy developed by the combustion 
could be utilized by the engine, which 
would do an amount of work exactly 
equal to the amount of original chemical 
energy residing in the coal and air. It is 
known, as the result of calculation, that 
such an engine would be capable of doing 
an amount of work represented by the 
lifting of one pound through a height of 
about 2000 miles. When, therefore, a 
pound of coal is burnt with air, an amount 
of oscillation energy is developed, equal 
to that which would be obtained by the 
falling of that pound of coal from a height 
of about 2000 miles. Owing to a variety 
of circumstances, however, the best steam 
engines are only capable of yielding about 
15 per cent, of this work. 
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The store of energy existing in a pound 
of coal was obtained from the sun's radia- 
tion during the geological past. That is 
to say, during the Carboniferous Age, the 
carbon of the coal originally existed in 
the earth's atmosphere combined with 
oxygen as gaseous carbon dioxide. For 
the formation of every pound of coal ex- 
isting in the earth's crust a definite 
quantity of carbonic acid gas was dissoci- 
ated, or separated into carbon and oxy- 
gen, by means of the energy of the sun's 
rays absorbed by tho vegetation of the 
Cai'boniferous Era. In other words, the 
leaves of the carboniferous flora absorbed 
gaseous carbon dioxide from the atmos- 
l)here, and, in the delicate laboratories of 
the leaf, by means of the energy absorbed 
directly from the sun's rays, a dissocia- 
tion occurred between tlie carbon and the 
oxygen. The ability, therefore, of tlie 
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carbon to again recombine with oxygen in 
the form of gaseous carbon dioxide has 
been a result of energy expended on the 
plant and lodged in the carbon of its 
woody fibre. A lump of coal, therefore, 
is in reality a store -house of the solar heat 
of an early geological era. 

Viewed in this light, a lump of coal can 
be regarded as not unlike a weight raised, 
say from the ground through a certain 
height. Suppose, for example, a pound 
weight be attached to a string passing over 
a pulley and raised to a height of 20 feet 
from the ground, and that, while in this 
position, the string of the pulley be fixed. 
Evidently, work has been expended in 
raising the pound weight, and, as a result 
of this work, the weight is placed in a 
position in which it can, at any time the 
string is released, fall back again to the 
ground, and in so doing restore the 
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amount of work origmally expended in 
lifting it. . In the same way, a pound of 
coal has, by the work of the sun, been 
placed in a condition in which it can 
combine with the oxygen of the air, and 
burn. In so doing it must give out an 
amount of heat equal to that representing 
the sun's work upon it, amounting, as 
we have seen, measured in units of the 
earth's gravitational work, to an elevation 
of about 2000 miles. 

But it was not only during the geo- 
logical past that the solar energy was 
thus husbanded in the earth's crust. 
The sun's energy is to-day being similarly 
stored in all vegetable foods, and it is 
on this store that animals draw for their 
muscular and nervous enei'gy. That is to 
say, all vegetable products represent 
chemical stores of solar energy. An 
anunal is capable of releasing this energy 
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in its muscles by the actual combustion 

of these chemical substances, after their 
proper assimilation in its body. Muscu- 
lar activity, therefore, is but another in- 
stance of energy primarily obtained from 
the sun's radiation. The earth's animals 
are, therefore, in this sense truly children 
of the sun, since they thus indirectly de- 
rive their activity from that luminary. 

Not only can the heat and consequent 
mechanical motion, which it is possible to 
obtain by the burning of a mass of coal, 
or by the assimilation and consequent 
oxidation of a certain (juantity of food by 
an animal, be traced indirectly to the sun, 
but the same can also be shown to be true 
for all the other sources of mechanical en- 
ergy with which we are acquainted on the 
earth. Take, for example, the energy de- 
livered to a windmill from moving air, or 
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to a water-wheel from flowing water. In 
the case of a windmill, the sun's heat, 
acting upon the air, sets up convection 
currents, or winds, whereby the work ex- 
pended by the sun in heating the air is 
liberated in mass motion. In the case of 
a water-wheel, where a stream of water 
flowing from a higher to a lower level is 
caused to impart its energy to the wheel, 
the water, in reality, occupies a position 
corresponding to a raised weight, and is 
able to do work because, like the water, it 
is at the higher level. To what source of 
energy does it owe this ability to do work? 
Manifestly to the heat of the sun, where- 
by the water was raised as vapor and sub- 
sequently fell as rain on the slopes of the 
higher level from which it is now flowing 
to a lower level. 

The molecules of a hot body are moving 
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to-and-fro at varying velocities. Some are 
moving faster than others ; for, during their 
to-and-fro motions, they frequently col- 
lide, some molecules being thereby accel- 
erated and others retarded. The average 
molecule, of a given mass possessing a 
given amount of heat, may, however, be 
assumed to possess on the whole, a cer- 
tain average velocity of motion. It is 
clear, therefore, that if we could trans- 
form the molecular oscillations of a heated 
body into a motion of the whole mass, the 
body would move with a uniform velocity 
which would be its average molecular ve- 
locity, in the sense just described. This 
conception is valuable as affording a meas- 
ure of the amount of heat possessed by a 
body. Similarly, when work is done upon 
a body, whereby it acquires, or is capable 
of acquiring, a certain velocity of motion, 
this motion can be represented by an agi- 
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tation of the molecules in the quiescent 
mass of the body, the average molecular 
velocity corresponding to the velocity of 
the mass. Clearly, therefore, heat repre- 
sents mechanical work, and mechanical 
work represents heat. Or, in other words, 
a certain quantity of mechanical work is 
capable of being expressed as a definite 
quantity of heat, or a certain amount of 
heat is capable of being expressed as a 
definite quantity of mechanical work, 
even though, in all cases, we may not, 
at present, possess the means whereby 
the actual conversion of one into the other 
can be effected. 

For this reason a given quantity of heat 
can only be made to produce a certain 
quantity of mechanical work correspond- 
ing thereto, even though the means of 
conversion were so perfect that no loss 
should take place during the process. And 
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similarly, a given ciuantity of work can 
only be capable of developing a fixed ((uan- 
tity of heat, no matter how perfect the 
mechanism of conversion may be. 

Heat developed by electricity forms no 
exception to the preceding principles. 
As we shall see, a given quantity of elec- 
trical energy is capable of producing a 
fixed quantity of heat, no matter how 
such heat is developed. The limit to im- 
provement in electrical heating ai)paratus, 
as in any other machinery, being such 
as will insure the least loss of energy 
during the process of conversion. As a 
matter of fact, electrical energy can 
always be completely converted into 
heat, although, unfortunately, the con- 
verse is not, at present, true, and heat 
energy cannot, therefore, be completely 
converted into electrical energy, but 
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3nly a comparatively small fraction can 
be so convertc^d. 

It is a fundamental doctrine of modern 
science that energy is never annihilated. 
It ai>ijarently disappears in one form, only 
to reappear in another form. Thus, heat 
energy, or molecular motion, when disap- 
pearing as such, reappears in some other 
form; say, for example, as mass motion, 
or mechanical energy. Mechanical energy 
may in its turn disappear as such, to pro- 
duce chemical, thermal, electromagnetic, 
or some other form of energy. In all 
cases, definite ciuantitative relations exist 
between the amounts of energy ex- 
changed, but in every process of conver- 
mm a tendency exists whereby some of 
the energy assumes the form of molecu- 
lar motion or heat, in which it is often 
impossible to again utilize or further 
transform it. 



CHAPTER II. 

ELEMENTARY PRINCIPLES. 

During the building of a brick wall, a 
certain amount of work is done in raising 
the bricks from their position on the 
ground to their position in the wall. The 
amount of this work is definite, and is 
measured by the amount of force re- 
quired to raise the bricks directly against 
the gravitational pull of the earth, multi- 
plied by the vertical distance through 
which they are raised. 

Care must be taken not to confuse the 
ideas of force and work. Force may be 
defined, in general, to be that which 
causes a body to move, or to tend to 
move. Work is never done by a force un- 
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less it actually produces a motion in the 
body on which it is acting. For example, 
when a brick rests on a wall, or on the 
tjronnd, it is exertinj; a force vertically 
downward in virtue of the earth's gravita- 
tional pull; that is to say, it is pressing 
downward against the earth, with a force 
equal to its weight, a]>proximately six 
pounds' weight, but this force is not doing 
work since it is not producing a motion of 
the brick. Work had to be done on the 
brick when it was raised from the ground 
to its position on the wall; that is, a mus- 
cular force, e(|ual to that of six pounds' 
weight, had to be exerted, in order to over- 
come the earth's gravitational attraction 
on the brick and this force had to be con- 
tinuously exerted while the brick was 
being raised through the vertical distance 
existing between the ground and its posi- 
tion in the wall. Moreover, if the brick 
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be permitted to fall from the wall to the 
ground, work will be done by the brick in 
falling, which could be usefully employed, 
as, for example, in winding a clock, and 
the amount of this work could be repre- 
sented, as before, by the weight of the 
brick multiplied by the distance through 
which it falls. This amount of work 
must be equal to that which was expended 
in lifting the brick. 

In order to measure accurately the 
amount of mechanical work done on a 
body in raising it through a given vertical 
distance, or the amount of work done hy a 
body in falling, reference is had to certain 
units of work. A convenient unit of 
work, much employed in engineering, in 
the United States and in England, is called 
the foot-pound, and is equal to the work 
done when a force equal to a pound's 
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weight acts through a distance of one foot. 

Suppose a uniform brick wall con- 
taining 1000 bricks, each weighing, say six 
pounds, has its top six feet from the 
ground. The total weight of the wall 
would be 6000 pounds, and the average 
distance through which the bricks would 
have to be raised, in building the wall, 
would be three feet, so that the amount 
of work necessarily expended in the build- 
ing of the wall, would be that required 
to raise its weight through its average 
height, or 6000 x 3 = 18,000 foot-pounds. 

The foot-pound is not employed as a 
unit of work in countries outside of the 
United States and Great Britain, nor gen- 
erally in scientific writings anywhere. A 
unit frequently employed is called the 
joule, and is commonly used as the unit 
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of work performed by an electric current; 
for, as we shall see, electric currents are 
capable of doing work. The value of the 
joule may, however, be conveniently ex- 
pressed as being approximately eciual to 
0.738 foot-pound; or to the work done in 
raising a pound through nearly nine 
inches. Thus, the amount of work ex- 
pended in the building of the brick wall 
just referred to, was 18,000 foot-pounds, 
or approximately 24,000 joules. 

The brick wall referred to in the pre- 
ceding paragraph might be erected by 
the workmen in a day, or in six days, but, 
when built, the amount of work done 
would be the same; namely, 24,400 joules. 
Regarding its erection from the standpoint 
of each workman, the rate at which each 
man would have to expend his energy in 
doing the work would be very different in 
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the two cases, since, if he does in one 
day that which he would otherwise do in 
six days, he would clearly expend his en- 
ergy at an average rate six times greater 
in the former case. The rate at which 
work is done is called activity, so that the 
average activity of the workman would be 
six times greater, if the wall is built in one 
day, than if it be built in six days. 

A unit of activity is the foot-pound- 
per -second. As generally employed in 
England and America, the practical unit 
of activity is the average activity of a cer- 
tain horse assumed as a standard. This 
unit of activity is called the horse-power, 
and is an activity of 550 foot-pounds-per- 
second. The unit of electrical activity 
generally used all over the world and 
which may, therefore, be called the inter- 
national unit of activity is the joule-per- 
second, or the watt, and is equal to 0.738 
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foot-pound-per-second, or 1 -746th of a 
horse-power, so that 746 watts are equal 
to one horse-power. 

The engines of an Atlantic liner may 
develop steadily about 30,000 H. P. in 
driving its propellor. This represents an 
activity of 30,000 x 550 = 16,500,000 
foot-pounds, or 8250 short-tons, lifted one 
foot-per-second, or one short ton lifted 
8250 feet- per -second; or, expressed in 
watts, or joules-per-second, 22,374,000. 

A laborer digging a trench will usually 
average an activity of only 50 watts, or 36.9 
foot-pounds-per-second, during his work, 
so that the average activity of a labor- 
ing man may be taken as about l-15th of 
a horse-power. A man frecjuently works, 
however, at an activity much greater than 
this, say at an activity of 100 watts, or 
about l-8th horse-power, while for short 
periods, say for half a minute, he can sus- 
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tain an activity of, perhaps, 500 watts, or 
even 746 watts, or one horse-power. 

As we have already seen, a definite and 
fixed relation is maintained between the 
amount of heat or oscillation energy 
present in a unit quantity of matter, say 
a pound of water, and the amount of en- 
ergy which must be expended on this 
matter in order to heat it to a given tem- 
perature. The amount of heat energy in 
an indefinite quantity of a body, such as 
water, cannot be determined from its 
temperature alone; we require, beside 
this, to know its mass. If we know its 
weight in pounds, and its temperature in 
degrees; i.e., the pound -degrees, we can 
determine the quantity of heat energy 
existing in the mass. In other words, 
the pound- degree may be taken as a heat 
unit, and, since this represents a definite 
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amount of work, this heat unit may have 
its value expressed either in joules or in 
foot-pounds. The British heat unit, some- 
times called the British thermal unit, or 
the B. T. U.y is the amonnt of heat re- 
quired to raise a pound' of water one de- 
gree Fahrenheit, from 59° to 60° F. and is 
taken as 778 foot-pounds, or 1055 joules. 
The heat unit most frequently employed 
in countries other than the United States 
and Great Britain, is the amount of heat 
required to raise one gramme of water 
1° C. This heat is called the water- 
gramme-degree-centigrade, the lesser ca- 
lorie, or the therm. Expressed in foot- 
pounds, one lesser calorie is equal to 4.18 
joules, or 3.087 foot-pounds. 

The amount of work expended in heat- 
ing a cubic foot of water, of approximate- 
ly 62J pounds weight, from 50° F. to the 
boiling point of 212° F., or through a tern- 
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perature of 162^ F., is approximately 62^ x 
162 = 1013 B. T. U. = 1,069,000 joules. 

A reservoir filled with water possesses 
a certain store of energy, or capacity for 
doing work, dependent both on the 
amount of water it contains and on the 
distance through which the water is per- 
mitted to flow in escaping from the reser- 
voir. In accordance with what has al- 
ready been stated, the amount of this 
work can be represented by the weight of 
the water in pounds, multiplied by the 
distance in feet through which the water 
falls. Thus, consider a reservoir holding, 
say 100,000 cubic feet of water, at a mean 
elevation of 10 feet above a pump which 
fills it. The weight of the water would 
be approximately 6,250,000 pounds, and 
the amount of work reciuired to be ex- 
pended by the pump in lifting it 10 feet 
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would be approximately 02,500,000 foot- 
pounds, or 84,7.50,000 joules. If, now, this 
water be permitted to escape to the pump 
level, in so doing it will expend just this 
amount of work. If the distance through 
which the water fell were twice as ^eat; 
i.e., if the pump level were 10 feet lower 
down, then half the (juantity falling 
through this double distance would do the 
same amount of work, and, of course, to 
fill the reservoir through such a distance 
would necessitate the expenditure of twice 
as much work as in the former case. 



Although electricity is not to be con- 
sidered as a liquid, yet many of the laws 
which relate to its flow are similar to the 
laws controlling liquid flow. For exam- 
ple, in order to obtain a flow of water, a 
difFerence of pressure must exist, gener- 
ally in the form of a ditference of water 
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level, and the direction of the current of 
water is from the higher to the lower pres- 
sure, or from the higher to the lower level. 
So, too, in order to obtain a flow of elec- 
tricity, a difference of electrical pressure 
or level must exist, or, as it is commonly 
called, an electromotive force, and the di- 
rection of the electric current is assumed 
to be from the higher to the lower pres- 
sure, or from the higher to the lower elec- 
tric level. Just as in the case of the 
water flow, the quantity of water is repre- 
sented by some unit quantity, such aa a 
pound, so in the case of the electric curi 
rent, the (luantity of electricity is repi 
sented by a unit of electric quantity called' 
a coulomb; and, as in the ease of the water, 
the dilference of level is represented by 
some such unit as a foot, so in the case of 
the electric flow, the difference of electric 
pressure or level, is represented by a unit 
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called the volt. Moreover, as the amount 
of work done by a given (juantity of wa- 
ter in flowing, is equal to the quantity of 
water represented, say, in pounds, multi- 
plied by the distance through which it 
moves in feet, the work being expressed 
in foot-pounds, so the amount of work 
done in an electric circuit, by the electric 
current in flowing, is equal to the quanti- 
ty of electricity in coulombs, multiplied 
by the pressure, or the difference of elec- 
tric level through which it flows, in volts. 
The work being expressed in coulomb- 
volts, or joules, a joule being equal to one 
coulomb-volt. In point of fact the name 
joule, for a unit of work, was first em- 
ployed as the name of the eoulomb-volt, 
the unit of electric work, 

Whenaflowof 100 coulombs of electric- 
ity pa.sses through a circuit under a pres- 
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sure of 50 volts, the amount of work ex- 
pended by the electric current will be 100 
X 50 = 5000 joules = 3690 foot-pounds; 
one coulomb of electricity passing under 
- a pressure, or through a difference of elec- 
tric level, of 100 volte, will expend the 
same amount of work; i. e., 100 joules, as 
100 coulombs passing under a pressure of 
one volt. An electric source, such as ^ 
dynamo, or a voltaic battery, is a device;! 
for producing an electromotive force; thafcl 
is, a difference of electric level or electrie J 
pressure in a circuit, just as a pump is al 
de^dce for producinti a difference of wat« 
level as in forcing water into a reservoir. 

The activity of a reservoir, when dis-J 
chaining water, depends upon the quan-1 
tity of water escaping per second; and, a 
in the case of all activity, may be ex- ' 
pressed in foot-pounds- per- second, or in! 
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watts. So in an electric circuit, the ac- 
tivity depends upon the flow of electricity 
per second through a given difference of 
electric level, or electromotive force, 
(abbreviated E. M. F. ) and is also ex- 
pressed in joules -per -second, or in watts. 
Thus, when 100 coulombs pass through 
an electric circuit under a pressure of 50 
volts, a total work of 5000 joules will be 
done, and if this work be expended in one 
second, the activity during that time will 
be 5000 watts. If the same total flow 
take place steadily in 50 seconds, the 
flow-per-second would be 2 coulombs, 
and the activity, 50 x 2 = 100 volt-cou- 
lombs-per-second, or 100 watts. 

An electric flow may be expressed in 
coulombs-per-second; i. e., in amperes. 
Since an ampere is a rate of flow of one 
coulomb-per-second, electric activity can 
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be expressed in volt'Coulombs-per-second, or 
in volt-amperes; i. e., in watts. A circuit in 
which 10 amperes is flowing under a pres- 
sure of 100 volts, is having electric energy 
expended in it at the rate of 100 x 10 
volt- amperes, or 1000 watts, or 1 kilowatt. 
A kilowatt is the unit commonly employed 
in the rating of electrical machinery, 
since the watt is too small a unit for con- 
venience. One kilowatt, abbreviated K W. , 
is equal to 1.34 H.P., or, approximately, 
n H.P. 



I 
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CHAPTEIl III. 

ELECTRICAL HEATING OF BARE C0NDDCT0B8. 

Tee quantity of water which escapes 
from a reservoir in a given time depends 
not only on the pressure at the outlet, but 
also on the diameter and length of the 
outlet pipe. So, too, when an electric cur- 
rent flows through a conducting circuit, 
the quantity of electricity which passes 
per second;*. e.,the coulombs-per- second, 
or the amperes, depends not only on the 
pressure, or tho E. M. F., but also on 
the length and dimensions of the con- 
ductor, as ■well as on the material of 
which the conductor is composed, and on 
its physical condition, sach as hardness, 
temperature, etc. In the case of the water 
pipe, the length and diameter of the pipe, 
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the nature of its walls, and the number 
of its bends, will determine a certain hy- 
draulic resistance^ which will permit the 
flow of water under a given head or pres- 
sure through it, and determine the 
amount which will escape from the reser- 
voir in a given time. In the same man- 
ner, in an electric circuit, the length and 
cross -section of the conducting wire, or 
circuit, taken in connection with its nat- 
ure and physical conditions, will deter- 
mine a certain electric resistance^ which 
will permit the flow of electricity through 
it, under a given pressure or E. M. F., 
and determine the amount of current 
which will flow through the circuit in 
any given case. 

The law which determines the current 
strength in amperes, which will pass 
through any circuit under the influence 
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of a given E. M. F. and against a given 
resistance in a circuit, was discovered by 
Dr. Ohm, of Berlin, and is known as 
Ohm's law. This law may be stated as 
follows: The current strength in any 
circuit is equal to the E. M. F. acting on 
that circuit, expressed in volts, divided 
by the resistance of that circuit, expressed 
in units of electrical resistance called 
ohms; or concisely, Ohm's law may be ex- 
pressed as follows: 

The amperes in any circuit equal the volts 
divided by the ohms. 

For example, if a storage cell, with an 
E. M. F. of two volts, be connected to a 
circuit whose resistance, including that of 
the cell, is 10 ohms, the current strength 
passing through the circuit will be yV = i 
ampere; and, since one ampere is one cou- 
lomb per second, there would be flowing 
in such a circuit one -fifth of a coulomb 
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per second. The work done in the cir- 
cuit will be equal to the pressure of two 
Tolts multiplied by the total number of 
coulombs that pass in any given time. 
For example, in ten minutes, or in 600 
seconds, the total number of coulombs 
that will have passed throuirh the circuit 
■wUl be 600 X -i = 120 coulombs, and the 
work expended by the storage cell in the 
circuit will be 2 x 120 = 240 volt-cou- 
lomb, or joules, — 177 foot-pounds. We 
also know that the activity in this circuit 
will be the product of the volts and the 
amperes, or 2 volts x | ampere = J watt 
f = joule-per-seeond = 0.295 foot-pound- 
per- second. 



During the flow of water tlirough a pipe 
there will be produced a certain back pres- 
sure, or counter -hydraulic pressure, tending 
to check the flow of water through the pipe. 
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In the same way, during the flow of an 
electric current through a conductor, 
t-liere will be produced a back electric 
j:»ressure, OT counter E. M. F., e(|ualinall 
Oases to the E. M, F. impressed upon the 
oonductior. In fact, the current strength 
t-hrough the conductor adjusts itself in 
accordance with Ohm's law, in such a 
xnanner that the counter E, M. F, shall 
3UBt be equal to the impressed E, M. F.\ 

I i.e., the E, M. F. acting on the circuit. 
Trhe counter E. M. F. in volts, is equal to 
the product of the current strength m 
,amperes, by the resistance of the conduct- 
or in ohms. Thus, the 10-ohm circuit 
above referred to, carrying a current of one 
fifth of an ampere, develops a counter E, 
M. F. of 10 X J — 2 volts, which is Just 
b equal to the impressed E. M, F. of the 
\ cell. The product of the current strength 
V»nd the counter E. M. F. is the activity 
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expended in the circuit, just as the prod- 
uct of the current strength and the E. 
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Fig. L — ^Distribution of C. E. M. F. in a CiBCurr. 

M. F. is the work expended by the 
E. M. F. 

If, for example, as in Fig. 1, four storage 
cells, each of 2 volts E. M. F. and I ohm 
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aresistance, be connected in series with an 

Igxternal circuit composed of two parts; 

nz., of a resistance of 5 ohms of copper 

(■wire, and of a resistance of 2 ohms of 

I'German silver wire, the total resistance 

■of the circuit will be 8 ohms, and the cur- 

irent sti-ength -^ = 1 ampere. The back 

ipressure, or drop, in the German silver 

ire will be 2 x 1 - 2 volts. The back 

ipreseure, or drop, in the copper wii"e, will 

f'be 5x1=5 volts, and the activity ex- 

-ended in each will be 2 volts x 1 am- 

■■ 2 watts in the German silver and b 

I volts X 1 ampere = 5 watts iu the copper, 

A counter E. M. F. may be produced 

lot only by the back pressure of a eur- 

*nt passing through a resistance, but al- 

by the presence of certain devices 

tolaced in the circuit and operated by the 

bnrrent, such, for example, as electric mo- 
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U/rn, or «*l«!ctrolytic cells. For example, 
if ili<! r'JrrMiJt represented in Fig. 2 have 
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KiG. 2.-.D1STRIBUTION OF C. E. M. F. IN A Circuit. 

its German Rilver wire of 2 ohms resist- 
ance, replaced by a small electromagnetic 
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motor of 2 ohms resistance, and two volts 
counter E. M. F., this E. M. F. being de- 
veloped by the rotation of its armature, 
then the current strength through the 
circuit will be 8 volts — 2 volts = 6 volts 
effeetive E. M. F. divided by 8 ohms re- 
sistance = 4 = 1 ampere. The drop in the 
resistance of the motor would be 2 x | = 
U volts, and the total C. E. M. F. of the 
motor 2 + 1^ — 3^ volts. The total work 
expended in the circuit by the storage cell 
■will be 8 X f = (3 watts, and the total ac- 
tivity absorbed by the motor will be 3J x 
J = 2| watts. Of this activity that part 
will be expended in heat which ia de- 
veloped in the resistance of the wire; 
namely, IJ >^ 1= 11 watts, and the remain- 
ing, or U watts, = 2 y. \ = \\ watts will, 
disr^arding certain losses which occur 
in the revolving parts, be expended me- 
chanically by the armature. 



\ 
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It will be noticed, in the above case, that 
the activity in the circuit, which is the 
product of current strength and counter 
E. M. F. due to resistance, is expended in 
heating the conductor, while the activity 
which is the product of current strength 
and counter E. M. F., due to what is 
called magnetic induction, is work ex- 
pended magnetically. This may be 
taken as a general law ; for, whenever a 
counter E. M. F. in a circuit is due to 
thermo-electric, chemical, or magnetic ef- 
fects, the activity of the current on that 
C. E. M. F. is expended thermo-electric- 
ally, chemically, or magnetically; but 
when the C. E. M. F. is merely that due 
to the drop of pressure in the conductor, 
the activity in this drop is expended as 
thermal activity. 

Consequently, when an electric source, 



HBATINO OF BAKE 00NDTJOT0R8. 



47 



such as a dynamo- electric machine, is 
connected to a circuit, the counter E. M. 
F, of the external circuit must be equal 
to the pressure or E. M. F. of the dynamo 
at its terminals. The greater the propor- 
tion of this counter E. M. F. due to mag- 
netic induction, or to chemical eftect, the 
greater will be the activity expended in 
the circuit as magnetic, or as chemical 
activity, wlule the remainder, due to 
drop in pressure, or the resistance of 
the circuit, will be expended thermally 
in heating the conductor. When, there- 
fore, a motor is connected to the terminals 
of a dynamo, the elficieney of the motor 
will increa.se with the proportion of 
the counter E. M. F. due to the rotation 
of the armature; whereas, if instead of 
obtaining mechanical work from the 
motor we wish to produce as much heat 
i in the circuit, we cause the 
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motor to come to rest, so that all the 
electrical activity will be expended in the 
drop of pressure which will then con- 
stitute the entire counter E. M. F. 

The resistance of any wire depends 
upon its resistivity, (or the resistance of a 
cubic centimetre measured between op- 
posed faces) its length, and its area of 
cross-section (1 in. = 2.54 centimetres. 
1 sq. in. = 6.4516 square centimetres. 1 
cu. in.= 16.387 cubic centimetres.) 

The following is a table of resistivities 
of the more important metals expressed 
in microhms, or millionths of an ohm, for 
a temperature of 0^ C, the freezing point 
of water: 

Table of Resistivities. 

Subrftance. Kesistivity. 

Silver, annealed, . . . 1.500 microhms. 
Silver, hard drawn, .1.53 " 
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Copper, annealed, 
(Matthiessen's 
standard) .... 1.594 microhms. 

Copper, hard drawn, 1.629 

Iron, annealed, . . . 9.687 

Nickel, annealed, . 12.420 

Mercury, liquid, . . 94.84 

German silver, about 20.9 

The reference to a standard temperature 
is necessary, in a table of resistivities, be- 
cause the resistivity usually varies ap- 
preciably with variations in the tem- 
perature. Thus, the resistivity of pure 
soft copper is given as 1.594 microhms at 
0'^ C. and this means that the resistance 
between any such pair of opposed faces 
as a and 6, in a block of this copper 
one centimetre cube, as represented at 
A, in Fig. 3, would have a resistance 
of 1.594 microhms, or y.^VV^^inr ohms. 
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If a wire having a cross-section of 1 Sq. 
cm. as a", at B in Fig 3 , have a lei^th of 5 
ems., then the resistance between the 
terminal faces fl' and 6', will be 5 times 
as great as between the terminal faces of 
the cube at A, in the same figure, or 5 x 
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BiSTiviTT AND Resist AWOB. 
1.945 = 7.97 microhms. Again, if the wire 
were 5 centimetres long, and had a cross- 
section of three square centimetres, as 
shown at C, in Fig. 3, then each centime- 
tre length of such wire would have on© 
third the resistance of the unit cube 
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--y-- = 0.533 microhm, and the total re- 
sistance between the terminal faces a" 
^nd h\ would be 0.533 x 5 = 2.657 mi- 
crohms. In all cases, therefore, with a 
wire of uniform material, temperature 
and resistivity, it is only necessary to 
multiply the resistivity by the len^h in 
cms. and divide by the cross -sectional 
area of the wire in square centimetres, to 
obtain the total resistance of the wire. 

While the preceding is a fundamental 
relation, yet, in practice, it is not always 
necessary to determine the cross -section 
of the wire in square centimetres, and its 
length in centimetres, in order to^om- 
^pute its resistance. In English-speaking 
countries it is customary to express the 
diameter of a wire in thousandths of an 
inch, or in m^7s, one mil being the one- 
thousandth of an inch. If we square the 
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number of mils in the diameter of a wire 
we obtain the number of what is called 
circular mils in the wire. Thus, if a wire 
have a diameter of one -tenth of an inch 
= 100 mils, the number of circular mils 
in the cross -section of this wire will be 
100 X 100 = 10,000 circular mils. A wire 
one inch in diameter would have a cross- 
section of one million circular mils. 

The resistance of a pure standard copper 
wire one foot lon^, and one circular mil 
in cross -section, is 10.35 ohms, at 2T C, 
that is to say, a wire one -thousandth of 
an inch in diameter and one foot loi-^ 
would have this resistance. The re- 
sistance -per -foot in any pure copper wire 
will be this resistance, divided by the- 
number of circular mils in its cross-sec- 
tion. For example, the wire above re- 
ferred to as having 10,000 circular mils 
in its area of cross -section would have 
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a resistance per-foot of r'o!'oVo = O.OOKKJf) 
ohm-per-foot at 20" C. The resistance of 
such a wire per mile would be 5280 x 

0.001035 = 5.465 ohms. 

While the use of circular mils Is vcT.y 
convenient for wires whose k>nti:th is (^K- 
pressedin feet, when tables or data con- 
cerning the resistance of a circular-mil- 
foot have been prepared, yet it is desira- 
ble to retain also the fundamental con- 
ception of the resistance as dependent 
upon resistivity and dimensions for the 
cases which may occur that are not 
dealt with in tables. For example, a re- 
sistance of 100 metres (10,000 cms.) of pure 
soft copper wire at 0^ C. having a cross - 
section of 0.05 square centimetre would 
"be— JL. 5^4 y _o, 00 microhms = 318,800 mi- 
crohms = 0.3188 ohm. 
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The resistivity of a metal is always r 
duced by tlie process of softening or a 
nealing it, although the reduction in t 
resistivity, due to annealing, may 
amount to one or two per cent. The x 
sistivity depends very greatly, howevei 
upon the physical nature find purity of 
the material. A very small percentage of 
certain impurities in a copper wire, such, 
for example, as phosphorus or sulphur, 
will greatly increase its resistivity, and 
even the presence of gases occluded or 
absorbed by the substance of the wire is 
said to appreciably increase its resistivity. 
The purity with which copper wires can 
be commercially obtained, at the present 
time, is such that their resistivity is, per- 
haps, only one per cent, greater than that 
of the so-called pure, standard, soft-cop- 
per wire, while it sometimes happens that 
wires are obtained commercially ■ 
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iTesistivity is actually less than that of 
I this standard. 



n dealing with wires of other metals 
in copper, such as lead, iron and Ger- 
l-man silver, the tabular resistivities can- 
inot, as a rule, be relied upon to limits 
■closer than say live per cent., and where a 
fcdegree of accuracy greater than this is re- 
p.qnired, measurements of the resistivity of 
such wires, at a ttiven temperature, are 
necessary. This can be done by carefully 
measuring the resistance of ii given length 
of wire when its cross-seetion is known or 
can be carefully observed. The resistiv- 
ity in ohms, at the temperature of the 
measurement, will then be the resistance 
midtiplied by the cross-sectional area of 
the wire in 8(iuare centimetres divided 
by the length of the wire in centimetres. 
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The eflfect of temperature on idl pure 
metallic condactors is to increase the re- 
si?itivity. Nearly all alloys also ineretise 
in their resistivity with increase in tem- 
perature, though less rapidly than their 
pure component metals. A few specially 
prepared alloys, such as platinoid, have a 
very small increase of resistivity with 
temperature, and are, therefore, in special 
re^iuest for the manufacture of permanent 
resistance coils, whose resistances are to 
remain as nearly constant as possible; 
while one or two aUoys have been pre- 
pared whose resistivities are either not 
effected by temperature, or have a sUght 
j>ositive or negative coeflScient; i. e. , a 
slight increase or decrease in resistivity 
Ynih temperature, at diflferent points of 
the thermometric scale. Carbon di- 
minishes in resistivity about 0.5 per cent, 
per degree centigrade, reckoned from its 
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resistivity at zero centigrade. Pure 
metals, or metals containing only a very 
small percentage of impurity, usually in- 
crease about 0.4 per cent, in their resistiv- 
ity, per degree centigrade, above that 
which they possess at zero centigrade. 
For example, taking the resistivity of cop- 
per as 1.594 microhms at O^C, its resis- 
tivity at 20^ C. will be increased by 20 
X 0.4=8 per cent., so that its resistivity at 
this temperature will be 1.594 x |^^= 
1.721 microhms, approximately. At the 
boiling point of water, or 100^ C, its re- 
sistivity will have become increased by 
approximately 100 x 0.4 - 40 per cent., 
and its resistivity will be ^'^^^^±^ = 2.232 
microhms. 

When the resistivity of a wire is 
known, either by actual measurement at 
the temperature of observation, or from 



i 



oH ELECTRIC HEATING. 

its tabular resistivity at O'C. referre»B 
as above to the actual temperature, the 
amount of heat which will be developed 
in it In a fjiven time, by a given current 
strength, becomes known, except in so 
far as its temperature elevation under the-— 
heating influence may be undeterminei 
For example, if a copper wire were insaJ 
lated by a thin coating of some non-con-^ 
ducting varnish and placed in ice-watt 
at 0° C, the resistivity of the wire might ' 
be 1.6 microhms, and a circular- nail -foot 
of this wire would have a resistance of ,. 
9.625 ohms. If the diameter of the "(i 
were 0.01"; i. e. , No.. 30 of the Ameriof 
wire gauge (A.W.G.) having a cros8-se( 
tion of 100.5 circular mils, the resistance:^ 
of 10 feet of such wire would be -yV^^| 
=0.9577 ohms at 0'^ C. If a current of tw 
amperes be sent steadily through th: 
length of wire, the drop in the wire woul 
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~t)e 2 X 0.9577=1.9154 volts, and the activ- 
ity expended thermally in the wire would 
Tie 2 X 1.9154=3.831 watts, or joules-per- 
aseeond = 2.827 foot-pounds -per- second. 
"The heat which would be expended in the 

wire would fail to appreciably raise its 
^temperature, ainco it would readily pass 
^throuph the insulating varnish into the 
^ce-water, and, if we assume that abun- 
■^iant ice is present, the temperature of 
~the water would not be raided until all the 
^ce was melted. The work done by the 

«lectric source in supplying the current 

"throufjh this wii-e would, tlierefore, be 

expended in melting the ice. 

If, however, the same length of wire be 
suspended in air, and the same current 
strength, of say 2 amperes, passes stead- 
ily through it as before, then, although 
some of the heat would be carried oft' by 
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the air, yet the resistance offered by thel 
air to the esciipe of the heat from the wire I 
would be much ^n^ater than that offered! 
by the varnish and water in the preceding 
case, so that the temperature of the wire 
would be raised. This would increase 
the resisti^-ity of the wire at the rate ot, J 
approximately, 0.4 per cent, per d^reol 
centijo'ade of temperatm-e eleration, so 
that both the resistance and the thermal 
aeti\nty of the wire would rise. 

Suppose, for example, that the air sur* i 
roHiidinjz the wire is at a temperature o£| 
20C. and that the current through 
wire raises its temperature 10"C. ab 
the surrounding air. or to 30" C, T 
the resistivity of the wire before 
current passed through it. would 
1.0 X 4^—1.728 microhms, and i 
the current has passed tlu-ou«ch it stt 
1.6 X ^^i = I. I'M microhms, so that 1 
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resistance of the heated wire will be 10.72 
and the thermal activity in the heated 
wire 4.288 watts. 

It is, therefore, a simple matter to de- 
termine the thermal activity in a given 
conductor when the drop of pressure in 
the conductor and the current strength 
passing through it are observed; for, if the 
drop in a wire, for example, be 5 volts, 
and the current through the wire, 100 
amperes, then the thermal activity in the 
wire will be 500 watts. But it is by no 
means a simple matter to determine what 
temperature the wire will attain when 
subjected to this heating, since the wire 
is constantly losing its heat at a rate which 
depends upon a variety of circumstances. 

When a current passes through a wire, 
the heat developed by that current causes 
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it to increase its temperature. When a 
body is heated above the temperature of 
surrounding bodies, heat flows from the 
former to the latter, just as water flows 
from a higher to a lower level. The great- 
er the elevation of temperature of the 
heated body, the more rapid will be the 
passage of heat, or the greater the thermal 
current strenyih. When the body is sup- 
plied with heat at a steady rate, its tem- 
perature continues to rise until the rate 
at which it receives heat is balanced 
by the rate at which it loses it. Conse- 
quently, a time is reached when the tem- 
perature of the body remains constant, 
although the body is constantly receiv- 
ing heat. When, therefore, an electric 
current has been passing for a sufficient 
length of time through a c(Jnductor, its 
temperature will attain a definite eleva- 
tion above that of surrounding bodies and 
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remain constant, the thermal activity 
within the conductor being balanced by 
the loss of heat from the surface of the 

conductor. 



Hcdt escapes from a body in three 
ways; namely, 

(1) By conduction to bodies in imme- 
diate contact with its surface; as, for ex- 
ample, when a heated wire is enclosed in. 
a mass of lead or rubber, the heat passing 
directly across the sxirface of the wire 
into the surrounding substance, 

(2) By convection, which occurs only in, 
fluids; i.e., liiiuids or gases. Here, the 
particles of fluid surrounding the hot body 
become heated and are carried through 
the fluid mass by currents, set up by dif- 
ferences in density of the hotter and cool- 
er portions of the fluid, 

(3)' By radiation, the heat passing out 
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from the heated surface in straight \hai 
just 83 light does, when a body becomes 
incandescent. 

As to which of the above methods of 
loss of heat is the most effective in the 
case of a wire heated by an electric cur- 
rent, depends upon the character of the 
surroundings of the wire, whether the 
wire is bare or covered, and where it is 
placed. 

Circuit wires may be either bare or cov- 
ered. Bare wires are only suitable for 
suspension in air. Covered wires may be 
placed in air, in water, or in the ground. 
The character of the covering may i 
vary in different cases. 



IL case 



It might be supposed that a bare wire 
suspended in the air was the simplest 
to deal with. Such, however, 
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wire 
iplest 
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from being the case; for not only does the 
position of the wire itself greatly aflfect 
the ease with which it loses heat, but al- 
so the condition of the surrounding air, 
whether at rest or in motion. 

When a bare wire is supported horizon- 
tally in the air of a room, and an electric 
current is passed through it, this current 
will set up a certain drop of pressure in 
the wire, and the product of this drop and 
the current strength, will give the thermal 
activity developed in the wire at the out- 
set. 

Under these circumstances the tem- 
perature elevation of the wire will have 
become practically constant in about two 
minutes. As soon as this limiting tem- 
perature is reached the heat developed 
by the electric current m any length of the 
wire, such as an inch or a centimetre, will 
be equal to the heat dissipated from its 
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Burfaco by radiation and convection. The 
amount of hoat that will bo radiated in a 
t^ivon tinio, Hay one second, from a given 
kaijj:tli of tlio wire, say one inch, will de- 
pond upon tlio (extent of free surface of the 
wire in tliat length, upon the nature of 
its surface, wliotlior bright, blackened or 
colored, smooth or rough, etc., and upon 
tlio temperature ohwation the wire has 
attained. A r()uy:h, blackened surface will 
radiate heat, apj)roximately, twice as rap- 
idly as a smooth, bri{j;ht surface. 

The heat which will escape from the 
wire by convection, in the same length, 
so far as is known, is practically the 
same for all diameters of wire and for all 
characters of surface, so that the loss by 
convectod heat does not depend upon the 
surface, or only increases slightly with 
the surfaces while the loss by radiated 
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heat increases directly with the surface. 

For every degree centigrade of tem- 
perature elevation attained by the wire 
above the surrounding still air of a room, 
the heat lost by convection is, approxi- 
mately, 0.053 joules-per-second, per foot of 
length, so that if the wire has a temper- 
ature elevation of 20^ C. , every foot will 
lose by convection, approximately, 1.06 
joules-per-second, or will lose heat energy 
at the rate of 1.06 watts. The loss by 
radiation will be approximately 0.004 watt 
per square inch of bright surface, per de- 
gree centigrade of temperature elevation. 

The total loss of heat in watts will, 
therefore, be the temperature elevation of 
the wire, in degrees centigrade, multiplied 
by the number of feet, and by 0.053 for the 
effective loss and the same temperature 
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elevation multiplied by the number of 
square inches of surface and 0.004 for 
the radiation loss. 

When the air, in which a wire carrying 
an electric current is suspended, is in a 
state of motion, as, for example, when the 
wire is suspended out of doors, and ex- 
posed to wind and air currents, the loss 
of heat by convection from its sur&ce is 
greatly increased even in the calmest 
weather. Air currents carry off a large 
amount of heat from the wire, so that the 
temperature elevation of the wire for a 
given current strength is considerably re- 
duced. 



CHAPTER IV. 

ELECTEICAL. HEATING OF COVERED CON- 
DUCTORS. 

An electric conductor, when employed 
to carry an electric current to a distance, 
is intended to bo kept as cool as possible; 
first, because a hot wire necessarily 
means a wire in which energy that mi^'ht 
otherwise be utilized is being expended 
nselessly aa heat; second, because the re- 
sistance of a hot wire is higher than that 
of a cold wire and, consequently, more 
energy is wasted in the wire to sustain a 
given current; and third, because a wire 
that is overheated by the current it car- 
ries, may either destroy its insulation or 
set fire to inflammable bodies in its vicin- 
ity. On the contrary, aneleetric conduct- 
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or, which is intended for purposes of de- 
veloping heat by the expenditure of elec- 
tric energy, as in an ehcfric heater, is do- 
ing its best service when it is as hot as it 
can become without danger of injury from 
an excessive temperature. 8ince the 
great majority of heated electric conduct- 
ors are those in which heat is Ijoth an ob- 
jection and a loss, it is necessary to ex- 
amine the laws which control their heat- 
ii^, with a view of avoiding a dangeroi 
ly bigli temperature. 



)U^^ 



I 



Whether a covered wire be supported 
in air, buried in the ground, or immersed 
in water, it is e^ddent that its heat must 
first escape into the insulating covering, 
before it can pass into the surrounding 
medium. In other words, the insulat- 
ing eoverii^ offers a certain resistance to 
the escape of heat from the wire, and, if 
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t-ie covering could be removed without * 
L-Uowing the electricity to escape from 
i-Tie wire, the temperature of the wire, 
~»ander any given current strength, would 
~V)e less than that it attains with the cover- 
Sag in place. 



The thermal vesiKtance, of any insulating 
covering, on a round wire, depends on the 
proi>ortion of the diameter of the bare 
conductor to the diameter of the covered 
conductor, and on the nature of the insu- 
lating material. As no two insulating 
coverings offer exactly the same electric 
resistance to the escape of electricity, so 
no two insulating coverings offer exactly 
the same thermal resistance to the es- 
cape of heat from the wire. All good 
electric insulators are good thermal non- 
conductors, so that just as a considerable 
difference of electric pressure Ih re'iuired 
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to force a given quantity of electricity 
through a conducting coating on a wire, 
considerable difference of thermal 
jrressure; i.e., difference of temperature, 
is required between the inside and outside 
of the coating to force a given quantity of 
heat through the coating. When, therefore, 
the insulating coating is thick, it is to bo 
expected that the temperature elevation 
of the wire, for a moderate current 
strength, will be appreciable. If, how- 
ever, the covered wire be supported in the 
air of a room, it will freijuently happea 
that the wire will be cooler than if devoid 
of covering, for the reason that the advan- 
tage gained by increased external surface 
and the greater radiation therefrom, will 
more than compensate for the additional-! 
thermal resistance between the surfecM^ 
of the wire and the air surrounding it. 
The same is also more likely to b§ thfi 



1 
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ase if the insulating covering of the wire 
e blackened, since its radiation will there- 
y be increased. 



When a covered wire, instead of being 
upported in air, is immersed in water, 
he temperature elevation of the wire is 
ncreased by reason of the insulating cov- 
ring; for, if the wire could be covered 
^^th a very thin, electrically non-con- 
<iucting varnish, it would be almost im- 
possible to raise the temperature of the 
<5onductor, so rapid is the communication 
of heat from the metal to the mass of 
surrounding liquid, and so slow the 
elevation of temperature in the liquid, if 
its volume is large. With air, as we have 
seen, the case is very different; the 
thermal resistance of still air is often 
lai^e, while the thermal resistance of 
water is very small. With wires sub- 
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merged in water it may be safely assume^ 
that the entire thermal resistance to thei 
escape of heat exists in the non-conduet«« 
ing covering, and that no thermal resist- 
ance exists in the water outside it. 

A covering of metal on the esternaj 
surface of an insulated wire, such, for ex- 
amjtle, as a thin shell of lead spread ( 
the insulating material, does not offer any: 
appreciable thermal resistance. Metalft' 
conduct heat so rapidly, as compared with; 
insulating substances, that the thermal 
resistance in the metal may be neglected. 
In fact a lead sheath aids in cooling a "v 
suspended in air, since it provides an inJ 
creased surface for loss of heat by radia* 
tion and convection; or, in other words, i 
reduces the effective thermal resistance 
of the air. 
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tageous to sitbdivide the conductor; 
to employ two or more small wirea in- 
stead of a large single conductor. In the 
case of a subdivided conductor, the tem- 
perature elevation of each separate wire 
will be considerably less than the tem- 
])ei'atui'e elevation of a sinfrle wire carry- 
ing the entire current. This ia for the 
reason that the surface of a pound of a 
given wire varies with its area of crose- 
seetion, decreasing as the area of crosf 
section increases, and vice versa 
other words, a small wire has a larger 
surface, per pound, than a large one, and, 
as is evident, the greater the surface, 
the gi-eater the rapidity with which the 
heat generated within the substance of 
the wire can escape. 



3sJ 



k 



An insulated wire ]»laeed in a woodej 
moulding, or in a closely-iitting conduit i| 




BEATrao OP COVEKED CONDUCTORS. 77 

iE building, loses its heat entirely by con- 
duction, pro^*ided the walls of the panel 
or conduit are everywhere in contact 
with the external surface of the covered 
wire. In this case, the temperature ele- 
vation of the wire, for a given current, is 
greater than if the wire were immersed 
in water, since the thermal resistance of 
the walls of the panel is added to the 
thermal resistance of the insulatmg cover- 
ing. In almost all cases, however, the 
temperature elevation is less than if the 
wire were supported in air. Consequent- 
ly, the eflective thermal resistance of a 
panel or conduit, is generally leas tluin 
the eflective thermal resistance of the 
ah' within a room. 

The rule in common use for determin- 
ing the size of wires to be placed in 
wooden mouldings, is to allow 1000 am- 
peres per square inch of area of cross- 
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section. This rule is easily applied, and 
affords a convenient guide in the absence 
of any special tables of reference. It 
must be remembered, however, that the 
rnle implies that a large wire will lose its 
heat as readily as a small one, and this, 
as we have seen, is not the case, owing 
to the reduction of surface per unit of 
cross -sectional area or weight. Conse- 
quently, a very large wire, selected accord- 
in}^ to this rule, would be heated to a much 
higher temperature than a very small 
wire. In fact, the rule is not to be re- 
garded as entirely safe beyond 250 am- 
peres of current strength. 

In buildings which are not absolutely 
fireproof, it is important that the conduct- 
ors, which may be placed in them for 
supplying electric light or power, shall 
be so proportioned that their temperat ure 
may never become dangerously ] 
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wire which can be grasped in the hand, 
say for a minute, without marked discom- ■ 
fort from its heat, may be regarded as at 
a aafe temperature. The limiting tem- 
perature, defined in this way, will of course 
depend physiolo^call.y upon the condition 
of the hand and the sensibility of the per- 
son making the ex])eriment, but roughly, 
may be considered as in the neighborhood 
of 50° C. If we assume that the summer 
temperature of the interior of a house ia 
30° C. or 86*^ F. , then to conform with these 
requirements as to temperature, the limit- 
ing temperature elevation for such a wire 
would be fixed as approximately 20° C. 
In other words, we must not allow the 
current strength through the wire to ex- 
ceed that necessary to elevate its temper- 
ature 20°C., since, otherwise, in summer, 
the temperature attained by the wire at 
full load would esceed50'^C. Inpraetice, 
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however, the limiting temperature allowed 
by Fh-e Insurance Boards is sometimes 
placed as low as 10- C. at full load, so as 
to allow margin for any accidental ovei 
loads that may occur unesiieetedly. 

If we double the current strength paj 
ing through a wire, under any given ccb 
ditions, we quadruple, roughly, the tem- 
perature elevation of the wire. Thus, if 
a wire in moulding be elevated 10^ C. 
above surroxmding tem|jeratures by the 
passage of its full-load current, then 
twice that current strength will elevate its 
temperature 40^ C, approximately, or 72° 
F., and if the wire be originally at a tem- 
perature of 78*^ F., its fmal temperature 
with double full load will be 150'^ F. 



Insulated wire for underground 
usually possesses in addition to 
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nary insulating material, a sheathing of 
lead, and is either buried directly in the 
ground, or is placed in a conduit. The ne- 
cessity for obtaining a ready access to 
wires for their examination has led to the 
latter process being adopted in most cases. 
In order to insure high insulation, the con- 
duits frequently have air forced through 
them, in which case their condition ap- 
proximates to that of a lead -covered 
wire supported in air. 

Taking now the case of a wire buried 
directly in the ground, the thermal resist- 
ance to the escape of heat from the con- 
ductor is not only that of the insulator, 
but also that of the ground. If the ground 
be moist, its effective thermal resistance is 
reduced, but if it be dry, the thermal re- 
sistance may be considerable. In almost 
all cases, however, the thermal resistance 
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of the ^ound is less thau the thermal re- 
sistance of still air. so that a buried wire, 
carrying a given current strent^th, will be 
cooler than the same wire supported in 
still air, although cases may occur in 
which this statement does not hold good. 

Intermediate between the condition of 
a wire suspended in the air of a room, 
and a wire in a conduit, in wluch there is 
no attempt at forced ventilation, there i 
the condition of awirosupported in asub' 
way. Here the air being at rest, the eoni 
ditions approximate, thermally at least, \ 
the caae of a wire in the still air of a roon 

When a wire has been electrically ia 
active for a considerable ])enod of time,'" 
its temperature will necessarily coincide 
with that of the surrounding air or other^ 
material. When, however, the full-l 
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teurrent is sent through the wire, iU tem- 
erature will immediately bojpn to rise, 
-he rate of elevation oi' temi)erature being 
Ea maximum at the outset, and diminiBh- 
Ving steadily as elevation of tempera- 
ture is attained. From a theoretical stand- 
point the wire never does reach the full 
maximum temperature, but always ap- 
proaches it. Practically, however, a wire 
in air, reaches, say 9') i>er cent, of its maxi- 
mum temi)eratui-e in two minutes after 
the application of the full-load eiirrent 
strength. In water a wire reaches this 
temperature in about ten minutes after 
the full-load current is applied; in wood- 
moulding, in about fifteen minutes, 
-nd, when buried in the f^round, in about 
wenty minutes, Tlie larger the wire, 
[ ihe greater will be its mass, and, eonse- 
kiquently, the longer the time required by 
t to attain its full temperature elevation. 




84 



BLBCTRIO HEATING. 



In the ease of buried wires, the heat 
hiis to bo propagated slowly outward 
from the wire throujih the mass of the 
neighborint^ earth. The result is that, 
while the layers of earth closely surround- 
ing the wire will probably reach 95 per 
cent, of their maximum temperature ele- 
vation in half an hour, the layers situated 
at a considerable distance from the wire, 
although they will necessarily receive a 
much smaller temperature elevation, yet 
will require a much longer time for that 
temperature elevation to be established, 
and many hours may elapse before 50 per 
cent, of the maximum temperature eleva- 
tion is attained at a distance of say foUJ 
feet from a deeply buried wire. 



i 



The tc^mi>erature elevation, which i 
be permitted in a wire buried in 
ground, is determined by totally differ^ 
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conditions to those which limit the tem- 
perature elevation of a wire placed in a 
building; for it is evident that there is no 
danger of setting lire to the ground. The 
insulating material of a wire has, how- 
ever, to he sufficiently iil^stic to allow the 
wire to be bent or slightly stretched, and 
this condition, together with good electric 
insulation, is usually found in a substance 
that will not permit of a high tomi)eraturo 
without injury. Even if it were possible 
to operate a buried conductor at a high 
temperature, such temperature would be 
dangerous where the conductor emerged 
from the ground. The temperature ele- 
f vation, in the case of hemp-covered wires, 
I IB usually 25° C. and in rubber- covered 
I wires 20"^ C, Most insulating materials, 
long before they would be injured by the 
heat, would be liable to soften, thus per- 
mitting the conductor to sag, so that it 
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would no lonj^er leiuain embedded centred 
ly in the insulating material. Gonad 
(juently, the permissible temperature efl 
evation is limited by the softening point. 

As regards the temperature elevation of 
ocean cables, employed in submarine 
telegraphy, the (itiestion is at present de- 
void of practical interest, since the curTJj 
rents which such cables carry are so verjfl 
feeble, say generally only a few milli-am- 
peres, that the temperature elevation of 
the conductor is entirely negligible. It is 
worth pointing out, however, as an inter- 
esting fact, that should occasion ever arise 
for sending powerful currents through 
submarine cables, the fact that the entire 
bed of the deep ocean is covered by £^ , 
layer of very cold water in the neighbti^ 
hood of 30*^ F,, would permit a : 
loss of heat. 



neighbti^H 



CHAPTER V. 

FUSE WIRES. 

A WIRE placed in a building, although so 
jDroportioned relatively to the current 
strength it has to carry, that, under ordi - 
Xiary circumstances its temperature will 
\)e perfectly safe, yet, owing to acci- 
dental external causes, the current 
strength may sometimes become enor- 
anously increased, thereby heating the 
"wire to a dangerously high temperature. 
If, for example, the wire has in its cir- 
cuit a group of lamps, requiring normally 
10 amperes of current from a pressure of 
115 volts, then, if by some accident a short- 
circuit be effected at the lamps, the cur- 
rent strength through the lamps would 
be much diminished, but the strength of 
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current in the wire, supplying the lamps, 
might become enormously increased ; for, 
whilo the pressure on the mains would 
remain jiractically the same, the resist- 
ance in the circuit, if very small, would 
permit, by Ohm's law, a very powerful 
current to pass through it. 

The effect of such an wbnormally great 
current would be to cause the amount of 
heat liberated in the wire, forming the 
short circuit, to be far greater than it 
could dissipate without attaining a temper- 
ature sufficiently high to make it red hot, 
or even to melt it. If such a wire were 
melted by an accidental short-circuit, not 
only would there be danger of setting fire 
to the wood-work, or other inflammable 
material surrounding the wire, but there 
might also be considerable trouble and 
difficulty in replacing the wire after the 
accident. Moreover, the effect of a ^-io- 
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Xeiit overload, aometimes sufficiently jzreiit, 
to melt even a stout conductor forming 
some portion of the circuit, would he 
liable to injure the dynamo or eiiijiiio 
<lrivingit, or to overheat and consequent- 
ly injure any electrical apparatus thtit 
might be in the same circuit. In order to 
avoid these ditficultios the plan has been 

Iioniversally adopted of insertinj^ wires, 
»Balled/«se wires, in the branch and main 
loircuits of any system supplied by a 
idynanio. 
A fuse wire is a wire or a strip of metal, 
which has both a hij^h electric resistance 
per unit of length, and a low melting 
point. If such a wire be in circuit with 
a copper wire, and both are of such sizes 
that they are able to carry the normal, 
full-load current without overheating, it 
^^^ will be evident that the fuse wire must 
^^Mbecome much hotter than the copper wire; 
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for, since, as we have seen, the amount of 
heat developed in any circuit, the current 
strenpth remaining?; the same, depends on 
the resistance of the circuit, it is evident 
that the same quantity of heat will be de- 
veloped in such lengths of the fuse wire 
and the copper wire, as have an equal 
drop; i. e. , offer an equal resistance to the 
current. Consequently, there will be 
veloped in, say one inch of fuse wire, 
same amount of heat as would be liber-' 
ated in, pcihajjs, ten feet of copper wire. 
The fuse wire will, therefore, be raised to 
the temperature at which it melts, long 
before the temperature of the copper wire 
would pass the danger point, and the 
melting of the fuse wire would interrupt 
the circuit and thus automatically cut off 
the current. The meaning of the term 
safety fu»e is, therefore, evident, since the 
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L simple introduction of such a wire into tfajaH 
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circuit would absolutely prevent the pas- 
sage through such circuit of a current 
that would raise its temperature to a dan- 
gerously high degree. It is fortunate 
that so simple a plan as the mere inser- 
tion of a safety fuse should be capable of 
protecting electric conductors against the 
consequences of accidental short circuits. 
Like many other inventions, its value lies 
largely in its extreme simplicity, and in 
the certainty with which it can be relied 
upon to operate efTectively. 

Fuse wires are composed of lead and 
tin, or tin-lead alloy. These wires usu- 
ally occur in the sizes shown in Fig. 4. 
Here, on the right han^l, the diameters of 
the wires are given in circular mils, and 
on the lef c hand, the carrying capacity of 
the wires in amperes. It is to be ob- 
served, that although the cross -section of 
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!i wire is ([iiadnipled -when its diameter is 
doubled, yet the earryinj,' capacity is not 

IfiSJSS"""'" FUSE WIRE8 B.-r™ 
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quadrupled. The carrying capacity in- 
creases faster than the diameter of the 
wire, but less rapidly than its are a of 

cross -section. 




FUSE WIBES. 

Safety fuses are not only em]jloyed in 
the form of wires, but also in the form of 
I Btripe. as shown in Figs, 5 and 6. In 
Fig. 5, the safety strips are connected to 
the circuit by means of binding; posts, the 
studs of which pass through holes at each 




Fig. ,■).— Fuse SibipS. 

^d. ; In Fig. 6, the ends of the strips are 
Blij^ped beneath the screw clamps, thus 
avoiding the necessity for the removyl of 
the screw head, as would be the case in 
the form shown in Fi^. f). 
Fuse wires, sucli us shown in Fig. 4, 
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are placed in the circuit by simply wrap- 
ping them around binding posts connected 
with the circuit and firmly clamping the 
connection with a screw head. This pres- 
sure is apt to damage the wire and alter 
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Fia. 6,— FnsB Links. 

its carrying capacity, thus causing it to 
melt at a unduly low strength of current. 
To avoid this, the ends of the wire or 
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Fio.7.— CoppKB-TippKD FrsE Wibeh. 

, strip are often fused into copper clamps 

I as shown in Figs. 7 and 8. Large safety 

strips are usually of the form shown in 

Fig. 8, the lead strip being riveted to the 

copper end pieces. 
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Fig, 9 shows a simple form of safety 
fvse-block consisting of a slab of slate, or 
other non-inflammable material, on which 
are mounted two metal blocks B and B. 
The ciremt passes through these metallic 
blocks, and the fuse wire is clamped be- 
tween them as shown. 



Hj^' 






— Safbty Fube-Bujok. 



I 



L 



Fig. 10 shows a pair of atrip safety 
fuses S^i, .?,, or sufetn links, as they are 
sometimes called, inserted in the circuit 
of the two leads BB' and AA' , under 
thumb screw clamps situated at the ends 
of the metallic blocks which form the 
terminals of the leads BB' and AA' . 
These blocks are mounted on a non-cou- 
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ducting and non-inflammable plate, such 
as a slab of alate, porcelain, or marble. 



Fig. 11 represents a porcelain fuse-block 
prepared for the reception of safety 
links between the screw clamps -4, A'. 




Pig. 10, —Pair of Safety Strips, Mottntbii on Pure Block. 

and B, B' . The two supply mains A and 
B are electrically separated from each 
other by tlie porcelain projecting ridge 
BR, provided for this purpose. The pres- 
sure between these leads may be 100 or 
200 volts, according to circumstances, and 
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■were the ridge not present, theblowii 
of the fuse might establish a dangeroi 
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are across the leads, or such arc might b 
accidentally established during the prot 
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ess of connecting the safety links and 
thus, perhaps, injure the attendant. 

Fuse-boxes are generally provided with 
a porcelain cover, though at times, for the 
purpose of ready inspection, a transpar- 
ent cover, such as glass or transparent 
mica, is employed. Figs. 12 and 13 show^ 
examples of fuse-blocks of the latter type 
with the fuse wires or links in position. 
The arrangement of the box will neces- 
sarily vary according to whether the main 
wires terminate in the box, or pass 
through it. Thus at A, Fig. 12 , the mains 
pass directly through the box in the 
grooves on the left hand, but after being 
bared of their insulation, have their con- 
ductors clamped underneath the screws 
whose heads are visible in the grooves. 
Connections exist beneath the box from 
these screws to the safety links on the 
right-hand side and the branch wires are 
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Fio. 13.— Mjca-Cuve, 

carried off at right angles. In the event 
of any short-circuit between the branch 
wires, one or both of the safety links is 
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melted, but no accident iti the main dr- 
euit can affect these fiines. Binoe Ibe rtuiin 




Fib. 13.— SIici-CovBRED Ftbi: Boim. 

eondactors, as already mentioned, pass 
directly tlirou<rh the box. 
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AtB, is shown a form of safety fuse-box ^ 
through which the mains do not pass, but 
termiuato, say at the left, and the wires 
supplied by such mains enter at the right. 

At C, a form is shown from which two 
separate branch circuits issue from the_ 




Fib. U. — FuiiE-Box pRoviDieD with Porcblain Covbr.. I 

box, half to the right and half to the left, 
after being suitably connected to the 
mains which enter and jjaas through the 
centre of the box. 

Practically similar forms are s 
Fig. 13. 



e shown. JBj^H 
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In all these forms, a thin mica cover 
serves to exclude dust, and, at the same 
time, renders the conditions of the safety 
links externally visible. 

F^. 14 and 15 show forms of 
boxes, provided with porcelain coven 
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G-FisTL"]iE Fuse-Block. 

The form shown in Fig. 14 is similar to the 
box shown in Fig. 11, with the addition of 
sides and cover. Fig. 15 shows a form 
of box in which the safety links are sup- 
ported on tho cover, and the ' 
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fixtnre or circait in whirli it in connected. 
fig,. 16 showg a form ttuituble for a ctnl- 
ing liitiire; i. f.. un ck'ctmlier |K>n(lant 
from a ceiling and usually called a reilmff 
biodt. The supply wires are ciinnectcd to 
the Bcrewg S. S, in the permanent blm'k 
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which is attached to the ceilioi^, while the 
wires connected to the electroUer are con- 
nected to the screws B, B, in the cover. , 
Connection is secured throuj^h the two 
safety fuses F, F, by screwing up the 
cover against the block, A similar form 
is shown in Fij^. 17, in which, however, 
connection is secured through spring 
clips. 




i 



Pio. 18.— Plug Cdt-Oitt. 

The fuse wire is sometimes placed i^ai 
Bcrew-socket in order to ensure ease in 
placing and replacii^. Under these cir- 
cumstances the electrical connections of 
the fuee wire are such that the mere in- 
sertion of the screw block in its socket 
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inserts the fuse in the circuit. Fig. 18 
shows such s, screw -block fuse, or plug cut- 
out and Fig. 19 shows various forms of 
socket attachments, or cut-out bo.i-es, for 
Bueh fuses. The cavities of the block 
containing the fuse wires are usuiiily pwrt- 




P:a. I!',— CiTT-OcT Bosks. 
ly filled with plaster -of- Paris for the pur- 
pose of excludin/i the air; for, when a fuse 
wire suddenly melts or blows, the heated 
air might escape explosively from the 
cavity forcing particles of melted lead 
outward. The ett'ect of the plaster-ru 
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Paris on the action of the fuse, is to i 
minish its sensitiveness to a momentary 
overload, for the plaster conducts 1 
from the wire, and, therefore, a sudden 
excess of heat will not so quickly bring 
the wire to the melting point, although a . 
steadily continued current will eventual-J 
ly melt the fuse almost as readily as i 
the plaster were absent. 



L 



When fuse-blocks are placed inside apf 
paratus, it beeomoa a matter of import 
tance to insure convenience in insertiq 
and inspecting them, and when such ap^ 
Iiaratus, as, for example, an alternatii 
current transformer, employs dang 
ly high pressures, some means are neceS" 
sary in order to insure safety of attach^ 
ing the fuse wires to the fuse-block 
disconnecting them from the i^rimary an^ 
secondary terminals. A form of such ( 





Pia. 30.— Transpobmkb. aAFBrr Ffee-Box 

bos, whose cover C, is removed to show 
the interior. In this ease, the porcelain 
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fuse-blocks are detachable. One of thei 
is shown at F, detached, and the other a 
F', in place of the interior. The fuse v 
w, «', is clamped under screws whose 
studs project through the fiise-block and 
enter into spring elijjs p, p\ when the fuse- 
block is thrown into position by its hait'^ 
die A, is connected with the externi 
circuit by a wire shown, and P', connect* 
to the apparatus in the interior. Should 
any short circuit exist in the apparatm 
the fase will melt on the insertion of th 
block, and the hand of the operator ■> 
be protected from any ])articles of explod*J 
ed lead by reason of the shielding actioi 
of the handle h. 

The temperature at which a fuse wire j 
will melt, depends upon its compositioiu I 
Some alloys can be used which will melti« 
at as low a temperatui-e as 50° C. As i 
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rule, however, the melting point is about 
300° C. 

The current strength which will melt a 
fuse depends upon a variety of circum- 
stances. It might be supposed that for a 
given diameter of fuse wire, the length 
of the wire forming the fuse would not 
influence its melting point. Such, how- 
ever, is not the case. A long fuse wire 
will usually melt at a lower current 
strength than a short fuse wire, principal- 
ly for the reason that the heat generated 
in a short wire is conducted by the metal 
in the wire to the metallic masses form- 
ing the clamps at each end, thus enabling 
the heat in the wire to be dissipated more 
rapidly than would be possible iji the case 
of a longer fuse. Similarly, the position 
of a fuse wire, whether closely surrounded 
in a practically air-tight chamber or free- 
ly exposed to such currents of air as might 
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exist in its vicinity, would greatly effei 
the current strength that melts it, 
also the position of the wire, whether va 
tical or horizontal, its shajie, whether " 
straight or curved, the shape of its cross- 
section, the character of its surface, 
whether rough or smooth, tarnished < 
bright, all exert an influence on its earryj 
ing capacity. As a rule, therefore, fual 
cannot he depended upon to melt at pn 
eisely the current strength for which thejj 
are c 



When an overload, or an unduly power) 
ful current, exists in an eleciric circnfli 
for a very brief interval of time, as, foH 
example, when a short circuit occurs dupJ 
ing a small fraction of a second, a fuse de! 
signed to melt at say, 10 amperes, maj 
carry 100 amperes or more without melfci 
ing, when 10 amperes steadily maintainei 
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for one minute would insure the melting 
of the fuse. This is for the reason that 
heat has to be expended in the mass of 
the fuse before its temperature can be 
raised to the melting point. Consequent- 
ly, an appreciable fraction of a second 
xnay be required for even a powerful cur- 
rent to develop this heat; while, when 10 
€tmperes flow steadily through it, ample 
time is afforded to bring up the tempera- 
ture of the metal. 

It sometimes occasions surprise that 
when a dynamo supplies a distant branch 
circuit through two fuses, one of which, a 
large fuse near the dynamo, called the 
main circuit fuse, is capable of carrying, 
say 500 amperes, and the other, a small 
branch fuse in a branch circuit, is capable 
of carrying only 20 amperes, that on an 
accidental short-circuit in the branch cir- 
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ciiit, the niHiii fuse should bhnv out, wliilfl 
the brimc-h fuse rcniaius iutMct. This a 
tion, by no moans of common oceurrenoa 
probably finds its expliination in th 
fact th;it the niiiin fuse has alrendy bea 
hetiteil by a full-load current of the gener 
ator, to a eomi)ara lively high temperature 
while the partitnilar branch fuse is coU 
since no current had been ijassiufr throug! 
it prior to the accidental short circuii 
Under these circumstances, whenashort 
circuit suddenly occurs between thi 
branch wires, the powerful rvisli of cnr 
rent through both fuses may bo able i 
blow the larger fuse, before the smallf? 
one reaches the tomporature of its melfi 
ing point. 



Since in most commercial electric 
cuits fairly considerable variations in 
strength of tlio current passing are apt 
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*:izrT-znr n^s-^chy ol (hr lu^rN Im niinli> Inn 
iH^L? "ij*rcr nj*.^riital-Unul iMinpnl. im»mii|i|».» 
^'LH- i*»iiYenu*iuv nuiy minr hmn llh« 
i:^.::ie?jey with Nvluoh {\\v \\\n\M\ mm. Itln^ n 
F r iiikL* ivasoiK in \i\m\\\ iiinrllii'. IH'*i>i( 
*r*e ipE-norally iMuploytMl wlmm* iinnlMti 
<":*I ;ac-ity i:s about \\\{y \\\\ miiI piinlni 
than the fiill-load (Mirn^nl. 

In central stations siipiiIn liiu immIoi 
ground systems oT (Mmdurliiu' iiitiliiM. I ho 
inconvenience ahovo pninliMJ niil ni inhiiii 
from the bknvin^ oT rnsoH in nn iiinrKotI 
that in many casivs siicli riisoMiui* oinillotl 
entirely in tlie ccntnil slnli(>ii, him! an* 
only inserted bctwciMi tlio niM ins mid IIm» 
consumers, as well as in all tin* bnna^li 
circuits of the house wirin^^s. Shoidd, lor 
example, a large feeder either become 
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overloaded, or develop a short circuit at 
some point underground, it would prob- 
ably blow its fuse, and the extra load 
would, therefore, be transferred to other 
feeders. These in their turn would also 
be liable to blow their fuses, until, in 
some cases, the entire system of feeders 
and mains might thus be cut off from the 
dynamos. 



CHAPTER VI. 

ELECTBIC HEATEBS. 

One of the commercial uses to which 
electricity has lately been applied has 
been the artificial heating of air in build- 
ings on a comparatively small scale. 
While this method of obtaining artificial 
warmth has not yet reached such economy 
as to permit it to be economically applied 
to the heating of the air of large buildings, 
yet the convenience arising from the facil- 
ity with which the electric current can be 
led to the electric h eater, the comparative- 
ly small size and portability of the latter, 
the readiness with which the current can 
be turned on and off, the safety of the ap- 
paratus, its freedom from fumes or dirt, 
and the ease with which it can be managed, 
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have attracted no little attention, and its 
use, in certain directions, is rapidly in- 
creasing. While there is, xjerhaps, little 
probability in the near future of large 
electric plants being erected whose cur- 
rent shall be entirely employed for the | 
production of heat, as in warming buildJ 
ings, nevertheless, electric heaters are! 
likely to be extensively employed in con- 
nection with ali'eady existing systems of 
electric distribution for light and power. 



ireT 
1- 
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Electric heaters are to-day in commonl 
use in electric street railway cars, and 
this is for the same reason that electric 
lights are employed in these cars. Were 
it not for the fact that the cars obtain their 
propelling power from the electric cur- 
rent, it is not at aU likely that electrically 
lighted and electrically heated cars would 
have come into the general use they have 
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to-day; aUhout;;h in parlor cars on sk'am 
railroads, electric incandescent lamps are 
sometimes employed as luxuries. 

Electric heaters, designed for the artifi- 
cial warming of air, though made in a great 
variety of forma, consist essentially of a 
metallic conducting wire, generally of 
galvanized iron, or German silver, loosely 
coiled so as to possess a com|)aratively 
extended radiating surface, and common- 
ly supported in the air. 

In order to obtain a sufficiently extend- 
ed surface for radiation and convection, 
and also to obtain the desired electric 
resistance in the coil, within a limited 
space, it is usual to wind the wire in a 
loose spiral around a form or block of 
earthenware, ])orcelain, or other similar, 
non-inflammable material. 



We have seen that a definite relation 
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exists between a jiiven amount of electric! 
ener<5y and the heat energy it is capable 
of producing. It has been ascertained 
that one joule of work, expended in pro- 
ducing heat, will raise the temiieratm'e of 
a cubic foot of aii" about Vf'^F., and, , 
therefore, an activity of one joule-pefil 
second, or one watt, can raise the tem.^ 
perature of one cubic foot of air tV ° F. 
per second. 



¥. 
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A simple form of cylindrical eleetrid 
heater for hot air is shown in Fig. 21. It 
consists of a metallic strip, wound spiral- 
ly on an insulated frame. Here, as in all 
forms of air heater, the design is to obtain 
as large a surface exposed to the air as 
possible. Since the metal strip employed 
is com])aratively thin, the total mass or 
weight of the metal in the heater is com- 
jiaratively small, and the conductor.-! 
rapidly heated by the jiassage of thi 
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rent. But since the sur&ice exposed t 
the ail- is great, the heating coil never ac- 
quires an excessively hi^'h temperature. 
An electric heatint; coil best serves its 
purpose when it rapidly imparts its heat 
to the surrounding air, never itself acquir-— 
ing a dangerously h^^h temperature. ■ 



k 



The heating coil or conductor in an elec- 
tric heafrcr is not always in the form of 
a strip. It sometimes takes the form ol' 
a wire or spiral, either bare, or placed 
within a metallic frame. 

Fig. 22 represents a form of elect 
heater or radiator resembling in app« 
ance an ordinary steam or hot water ra^ 
diator. Here the coils of the electric con- 
ductor are placed within the metallic 
frame. The exact length and dimensions 
of the heater coils will depend upon the 
amount of heat required, and on the eh 
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trie pressure employed in the building. 
The same coil will, however, jjive practi- 
cally the same amount of heat when con- 




nected with the same pressure of either 
alternating or continuous cui-rent. 



The advantajies of an electric heater 
are especially marked when employed in 
cars propelled by electricity. Indeed, 
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the necessity for utilizing all the available 
space in a street car for the accommoda- 
tion of passengers, and for maintaining a 
uniform temperature, with a minimum of 
attention retiuired from the conductor of 
the car, renders the use of the electric cur- 
rent for heating even more economical 
than the use of a stove. This, of course, 
arises largely from the fact that the stove 
which can, in practice, be placed in the 
limited space allotted to it in a car, must 
necessarily be very uneconomical, more- 
over, the large scale on which electric 
povrer is generated in a central station for 
propelling the cars, reduces the cost of 
the electric energy so much that the elec- 
tric heating of the car actually comjiarea 
very favorably in economy with what 
would be required to heat it as effectively 
by the direct burning of coal in a stove. 
Fig. 23 represents a form of electric c 
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heater, in front elevatioD, and Fig. 24, the 
back and interior of the same heater, 
showing the electric coU in position. Four 
or six of these heaters are emijioyed in 
each car, according to the size of the car 
ami thf (?lim!it.(' of the loofility in wliit'li it 




Fig. S3. — Elect Kic Car-Heater. 

runs. The heater is placed in a hole or gap 
made in the riser, or vertical partition, be- 
low the car seat. A cast-iron plate, fur- 
nished witli grid 0])eTiing8, placed in the 
front of tlie heater and opening into the 
car, serves the double purpose uf prevent- 
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in^ the dress of the passengers from com*' 
ing into contact with the heated coils, 
and for permitting the ready escape of 
the air throuj^h the apparatus. 

An inspection of Fig. 24 will show thatl 
the heating coil, employed in this particuij 
lar form of ear heater, consists of a closi 




[ 



spiral conductor, whicli is sjiirally wound 
around a grooved porcelain tube, and is 
supported at the centre and at the two 
ends by porcelain washers. The back 
of the heater is formed of sheet iron, 
suitably provided with asbestos lininj 
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Heaters employed on electric railroad 
circuits take their current from the mains 
at a constant pressure, generally 600 volts. 
In order to vary the eiirrfitt t'iis.-inLi: 




through the four or six heaters generally 
employed in each car, a switch is used, 
by means of which the separate heater 
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coils can be connected in series, or in 
parallel -aeries, or some of them cut out 
from the circuit, thus permitting the 
amount of heat to be readily varied in or- 
der to meet the requirements of the 



I 




[ Interior View oi 
rmj Switch. 



HEA.TRK ltEOnLt.T- 



weather. Fig. 25 shows a form of reii- 
ulating switch of this character intended 
to produce five different strengths of 
current, and, therefore, live ditt'erent rates 
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lof produeinji heat in the car. The side 
l-Tiew of the interior of the switch is shown 
|bi Fig. 2G; the front view of tlie interior 

jof the switch ill Pl^t. 27, This switch 

l^onsists (it :i iiiniiliri- of r..iii;ii't ^pringH, 




^whereby, through the motion of a lever 
attached to the barrel, the proper connec- 
tions can be made for coupling the coils in 
he five different arrangements reciuired. 
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The connections from the switch to the 
trolley -wire and the ground through the 
various heaters, is shown in Fig. 28. In 
position No. 1 all the coils are connected 
in series, so that the current has to pass 
through each in succession. This position 
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Fig. iK.— DLiOKAii OF Wibino for Six Elbothic Heater 
Equipment. 

corres])onds to the minimum current 
strength, about 2 amperes, and, therefore, 
to the minimum thermal activity, or rate 
of develoijing- heat; namely, about one 
kilowatt. In position 2, two heaters i 
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12 amperes iu all, and the activity about 
6 KW. 

Another form of car-heater is shown in 
Tig. 29. Here the heatiny coil shown at 
^, eonsists of a wire wrapped in one long 
spiral around the insulated yrid or frame. 
The heating coil is enclosed in a perfor- 
ated iron cover shown at B, while at C, 
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the coil with its cover is shown in i)osi- 
tion below the car seat. Here the air 
enters the heater from the lower aper- 
tures and issues from those above, 

tr — 
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Portable electric heaters, as their name 
indicates, are so constructed that they 
may be readily carried and temporarily 
attached in any room where electric sup- 
ply is obtainiible. These are made in a 




H and 
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■ heat 



Fig. 31.— Pobtable Electric Hbatkb. 

variety of forms, but the principle in all 
cases is the same. A wire of suitable 
length and size is enclosed in the heater 
and free access given to it from the 
surrounding air. A form of cylindrical 
heater is represented in Fig. 30, Other 
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forms of portable heaters are shown in ^| 
Figs. 31, 32, 33 and 34. That shown in 
Fig. 33 is 26 in. long, 7 in. in height, and 
lOi in. wide, and is provided with three 
■ switches to regulate the temperatui-e. A 
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^^M flexible attachment of the conductors to 
^^H the heater is shown in Fig. 34. Fig. 35 
^^M represents a small stationary heater in- i 
^^B tended fur attachment to a wall, eorre- 1 
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Fig. 36 shows the exterior, and Fig. 37, 
the interior of the apparatus. The heat- j 
ing coils, six in number, are essentially of I 
the same type as those employed in con-- 1 
nection with the car-heater.s represented i 
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in Fii^s. 23 and 2i. Tho coils are wound oa I 
vertical porcelain frames, as shown in Fig. 
37, and are sometimes provided with atem- I 
perature- regulating switch in such a man- 
ner that they may be connected in series, 
or parallel- series, and so produce less or I 
greater activity. The stove case shown 
in Fig. 30, is made of Kussia iron. The 1 
air enters at the bottom of the heater, 
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Pio. 86.— Wall Heatkk. 

up over the heated wire, and 
escajies at the top. 

Electric air heaters may be employed i 
for a variety of purposes, as, for example, 
for drying out the interiors of large cais- 
sons or tanks. A form of heater suitable 
for this i)urpose is represented in Fig, 
It consists, aa shown, of a number of coils, i 
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cupable of hein^- connected either in aeriea 
or in panillel. It is 33 in. lony, 1^ in. wide, 




Pig. 37.— Poriablb Elbotrlo Hkatur, Ihsiph Vibw, 



7 in. in height, and ia intended for a presH 
sure of 110 volts with amaxiinnm eurrenl 
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strength of 42 amperes; i. e., a maximum J 
activity of 4.G2 KW. 

As we have ah'eady seen, the product 
of the drop of pressure in a conductor 
and the current strength, equals the ther- 
mal activity in the conductor. Since in a 
heating coil, the drop is entirely of this 




^^H nature. 

^^H the cui 

^^H appear 

^^1 this he 



nature, it is evident that all the energy of 
the current passing through the coil must 
appear in the circuit as heat, and all of 
this heat energy must be given to the ex- 
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ternal air on the coolii^ of the coil 
sequently, negleetii^ that small {wrtion 
which is dissijiated by conduction to the 
walls or floor, an electric air heater, as a 
device for converting electric enei^y into 
heat enei^cy, may be regarded as a near! 
Iierfect machine. 




The cost of operating a car-heater will 
necessarily vary with the amount of ac- 
ti\'ity develoj>Gd in the ear, and this, of 
course, will depend upon the number of 
amperes passing through the coils and 
the manner in which the coils are con- 
nected by the regulating switch. If, for 
example, there are four heaters in a 
and their resistance is C2.5 ohms ei 
then, when they are connected in 
the total resistance of the heating circuit 
will be say, 250 ohms. Assuming the 
pressure to be uniformly maintained 
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500 volts, the current strength \vill be 2 
amperes, and the thermal activity 1000 
watts, or 1 KW. If the coils are connect- 
ed in two rows of two each, the increased 
current which would flow through them 
would increase the resistance of each cod, 

, by increasing its temperature, but as- 
suming, for the sake of sim|)licity, that 

, this increase of resistance is negligible, 

^ then the resistance of the coils, connected 
in two rows of two, will be fi'JJ ohms, and 
a current of 8 amperes wUl pnas, making 
the activity 4000 wntts, or four times as 
great as in the preceding case. It is, 

r of course, imjjossible to determine from 
these figures alone what the temperature 
in the car will be, since the air is being 
renewed by ventilation, and by the occa- 
sional opening of the car door. Moreover, 
the temjierature produced will vary with 
the temperature of the external air, the 
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speed of the car, and with the direction 
and intensity of the wind. Consequently, 
in practice, it is necessary to provide for a 
Variable production of heat so as to meet 
the retjuirenients of a variable eliinat«. 
It is found that the average amount of 
current recjuii-ed to warm the car, except 
in extremely cold climates, is three am- 
Ijeres at a preasore of 500 volts, or IJ 
kilowatts. The cost of a KW. hour, when 
supplied from a large power station to an 
extended system of ears, is usually a little 
over one cent and a half, per kilowatt- 
hour delivered. At this estimate, the 
average cost of heating a car in the winter 
is about 2.25 cents per hour, or 40.5 cents 
per car-day of 18 hours. The coat is 
stated to vary from 25 cents to 50 cents 
per ear-day of 18 hours, according to the 
number of cars and the nature of the 
weather. It has been stated, from actual 
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measurement in Boston, that cars having 
two doors, 12 windows and 850 cubic feet 
of space can be heated to an averaj^e tem- 
perature elevation of 25^ F. above the ex- 
ternal air during severe wintry weather 
by an expenditure of 2.5 KW. 

Leaving out of consideration, however, 
the cost of the electric heating of a car, 
the advantages this method possesses 
over heating by a coal or oil stove a;'o con- 
siderable. A stove fails to ])r()diice that 
uniform temi)erature so necessary to the 
comfort of the passengers, the centre of 
the car being more ])0werfully heated 
than the ends. The electric heater warms 
the air near the floor of the car, where 
warmth is most agreeable. Moreover, 
the electri^i heater reciuires practically no 
attention, does not necessitate the re- 
moi|^ of dust, ashes or coal, and occupies 
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no pajing space, Consojuently, where 
electric ears are used, the electric heater 
is coming into extended use, not only OD 
aceonnt of its sn'eater popularity, bat also 
on account of its convenience. 

When it is desired to apply heat di- 
rectly to the surface of the body, for such 
medical treatment as wuuld ordinarily 
employ hot water hags, the object can be 
much more conveniently obtained by a 
suitably constructed electric heater thnn 
by any method which depends for its 
heat on material warmed while away 
fi'om its body, since, in all such cases, 
the cooling of the material necessitates its 
repeated renewal. An electric heater, 
suitable for local a])i»lication to the body, 
and called a Jie-rible electric heater, is 
shown in Fig. 39, because eonstmeted of 
materials which enable it to be broi^ht 
into intijnate contact with the surface to 
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l:>e heatef]. The heatiiiy; coils B, are 
formed of {Jerman silver wire arninyed as 
shown in the tiKiire plaeed on asbestos 

cloth and suitabl\ m-idiLi 1 TIk apace 




surrounding the wires is filled with a 
[ solution of silicate of soda, which, on 
I hardening, acts as a cement to hold the 
I different parts together, A cushion, or 

flexible mass, is then made by packing 
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mineral wool, or iisbestos fibre, around the 
heatint; cimdactor and covoriiijj; the mass 
with a suitable cover of oloth. The ad- 
vantn-^e of such a heater is that the heat 
can be readily maintained. The appara- 
tus shown in the fij^nre, ordinarily re- 
ijuires to be supplied with an activity of 
about fifty watta. 

The electric heater has recently been 
adopted for the warming of the Vaudeville 
Theatre in London, England. The advan- 
tages of electric heating are specially 
marked in the ease of theatres, where 
pure, warm air, without powerful currents 
or draughts are the desiderata. The 
heaters are two feet long and one foot 
wide. Twelve of these are attached to 
the sku'tings round the walls, and twelve 
to the partition in front of the orchestra. 
Four large portable heaters are also em- 
ployed with flexible attachments for use 
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either in the centre of the theatre or at 
the sides. Each fixed beater takes a cur- 
rent of nearly 3 amperes, at 100 volts pres- 
sure, or develo])s an activity of nearly 300 
watts, while the large, jtortablc heaters 
develop 1200 watts. When all are work- 
ing, the total activity is 11,400 watts or 
11.4 kilowatts. It is stated, however, 
that, ordinarily, only two of the large 
portable heaters re(|uire to be used, so 
that the actual activity employed is 9 
KW". The temperature of the auditorium 
is stated to bo raised 20^ F, by these heat- 
era after they have been working for a 
reasonable length of time. The price 
charged being 8 cents ]ier kilowatt-hour 
the cost of heating is 72 cents per hour, 
and to warm the theatre for four hours. 



It is Himiliirly proposed to warm the 
I stage by electric heaters to prevent the 
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inrush of eool air into the auditorium 
when the curtain is raised. 

To secure these results, it is only nec- 
essary to heat the air of the stage to prac- 
tically the same temperature as that of 
the auditorium. 

The advantages possessed by ek^ctric 
heatinp, already pointed out, are so 
marked in the ease of the theatre, that 
■with the general introduction of electric 
lighting into such buildings, their electric 
heating, either independently of or in coU' 
junction with other methods of 1 
is a possibility of the near future. 



I 




CHAPTER VII. 

ELECTRIC COOKING. 

Although, so far as its <z:eneral electrical 
construction is concerned, an electric 
stove differs in no respect from an electric 
air heater, yet, there is this essential dif- 
ference in the operation of these two 
pieces of apparatus; namely, that while 
the electric heater is so arran<i;ed as read- 
ily to impart its heat to a lar^e volume of 
air in its neighborhood, the electric stove 
is so arranged that it can only impart its 
heat to a small volume of air confined in 
its interior. Consequently, for a given 
amount of heat produced, the air sur- 
rounding an electric heater acquires a tem- 
perature much lower than that within the 
stove. 
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Suppose any heating coil be taken, as, 
for example, the coil shown in Fig. 40, 
already described in connection with a 
ear-heater in Fig. 24. Let us suiJpoae 
that this eoil has a resistance of 40 olims 
(hot). If a current of three amperes be 
sent 'through it, the droj) in the coil will 
bo 3 X 40 = 120 volts, and the electric ac- 






tivity in the coil 3 x 120 — 3G0 watts, or 
nearly half a horse-power. This amount 
of heat is capable of raising the temper- 
ature of 20 cubic feet of air 1°F. per 
second. If this heater were placed at 
work in a closed chamber, the temijerature 
acijuired by the contained air would de- 
pend upon the volume of air. A large 
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volume of air would acciuire a lower tem- 
perature than a small volume of air. But 
the temperature attained would not de- 
l)end only upon the volume of air in the 
chamber, but also upon the ability of the 
chamber to retain its heat, that is, to al- 
low no heat to escape by conduction, 
radiation, or by convection, or open pas- 
sages such as doors, windows, etc. For 
example, if the walls of the chamber were 
of cast iron, the temperature attained by 
the air within the chamber would be 
much lower than if the walls were thickly 
lined with some non-conductor, such as 
asbestos or felt. If, therefore, we know 
the volume of air in a chamber and also 
the rate at which heat escapes from it 
through walls or apertures, we have all 
the data necessary for the determination 
of the resulting temperature of the con- 
tained air. 
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An electric; oven consists essentiaUy*!! 
a small chamber, the air in which is prac- 
tically isolated, the walls beiny nearly 
air-tight and lined with Bonie non-eon- 
ductin^ material, so as to retain the heat. 

Fi^. 41 shows a form of electric oven 
l>rovided with a wooden external case, 
lined on the inside with asbestos or felt, 
and covered on the inside with briy;ht, tin 
plate, which being a good reflector, tends 
to i)reveiit heat from being conducted 
through the walls. Two electric heating 
coils are shown witliin at .1 and B, respect- 
ively, one at the top and the other at the 
bottom of the oven. By means of the 
switch, shown at the right hand of the 
drawing, either or both can be operated. 
A thermometer is inserted through a small 
hole in the top of the oven, to show the 
temperature of the contained air. 

Fig. 42 shows another form of electric 
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I oven with three separate compartments 
I and provided with a switch for operating' 




Fig. -ti .— Ei-kctric Ovkh. 

same. The large compartment is 
ibout 13 inches wide. 



^ 
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Kit;. 4;i rcjiroBcnts a form of electric ^^^ 
li('nk»r, Huitiible for lieuting a large (juan- 
tity of cottco such as might be required 




Fjo. 44. - EuKrTBlCi COWKB-POT. 

for uso iu II restaurant. Here the heat* 
euil ia situated in the base of the appa*d 
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ratus, out of contact with the liquid, he- 
ing Beparated from the same by a metallic, 
water- titiht jacket. 




Fig. 44 represents a form of coffee-pot 
ifitended to be heated electrically from a 
pressure of 60 or 100 volts, absorbing, ap- 



\ 



160 



ELECTRTf! HEATINO. 



])roxiinately, an activity of 500 watts. 
The electric lieater coil is contained in the 
base of the pot. A flexible cord connects 
it with the nearest lamp socket. 

Fig. 45 represents a form of electrically 
heated, four-quart tea-kettle. This ket- 
tle requires an activity or about 700 watts 
or nearly one horse-power, in- order to 
boil one quart of water in ten minutes. 

If one j^allon of water be put into an 
electric tea-kettle, at say, a tempera- 
ture of 4F F. (5°C.) and be raised, with- 
out actually boiling, to the boiling point, 
or 100° C, it would be elevated 95° C. ; 
there would be, consequently, 3786 cubic 
cenUmetres elevated 95° C, (one gallon 
containing 3786 cubic centimetres) or 
3786 X 95—359, 575 watfT-gramme-degreeg^ 
centigrade of heat produced. But > 
calorie, or a water-gramme- degree -cen^ 
grade, retiuires an expenditure of 4.1 
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joules, SO that the work required to be 
<ione in raising a gallon of water to the 
temperature of its boiling point, would be 
359,575 X 4.18 = 1,503,000 joules. The cost 
of electric power in large quantities is 
lasually about 8 cents per kilowatt- hour 
(i. e. , one KW. supplied for one hour, or 
3, 600, 000 joules), and, in very small quan- 
tities, 15 cents per kilowatt-hour. 

At 8 cents per KW. hour, the cost of 
raising one gallon of water to the boiling 
point would be 3^ cents. At 15 cents 
per KW. hour, the cost would be C ^ cents. 
This assumes, however, that all the elec- 
trically developed heat is utilized in rais- 
ing the temperature of the water, which 
of course, is not the case since some heat 
is lost. For example, if we start with cold 
water in a cold kettle, the metal in the 
kettle will have to be heated before its 
heat can be communicated to the water. 



fill 



•-: 1 



-^•'-- -Tit 

; . , ■ '^^ C 

■'nerei'o^ 



in 



■ '' *-'«lion of 






162 ELEOTEIC HEATING. 

and, although in an air heater, any heat, 90 
absorbed in the mass of metal of the heat- 
er would be returned to the air; in a wa- 
ter heater, this would not necessarily be 
returned to the water heated; beside, dur- 
ing the time retjuired for the heating of 
the water, which would be about fifteen 
minutes for one jzallon, the air outside 
the kettle woukl be warmed and would 
carry away some of the heat. The pro- 
portion of useful heat developed to 
total heat developed; or, as it is called, 
the efficienci/ of the kettle, would ijroba- 
bly be about 70 per cent. Therefore, the 
actual cost of heating a gallon of water 
would be, approximately, 3J x -'^ = 4-J 
cents at S cents ])er kilowatt-hour, or near- 
ly 9 cents at 15 cents jicr kilowatt- hour. 

It is evident, from the preceding figures, 
that at the present price of electric i>ower, 
the electric water heater could notbea 
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nomically employed on a large scale. It 
is to be remembered, however, that these 
prices are for power obtained from a cen- 
tral station generating electricity from 
coal, through the intervention of steam en- 
gines, boilers and dynamos. With water 
power, the cost would, probably, be much 
less, and even with steam power, where it 
is employed under the i)articular condi- 
tions applying to street- car driving, on a 
large scale, the cost to the central station 
of a KW. hour is only about 1 J cents. 

The cost of power developed for street- 
car propulsion is less than that of power 
developed for electric lighting for several 
reasons. Among others, to its being more 
continuously used, and to its being man- 
ufactured on a larger scale for street 
railway purposes than for lighting 
purposes. 
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Fi^, 40 represents a form of electric 
chiifing dish in which the electric heat is 
generated fi'om a resistance coil, placed 
in a water-tight compartment at the base, 
where the wires enter. The apparatus is 
designed to hold about one quart of water. 



Pl0.4fl.~ELECTP,ICCBAB'INn DlSH. 

and requires to be supplied with an . 
ity of about 500 watts. 



1 
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Fig. 47 represents an electrically heated 
stewing-pan for holding two quarts and 
designed for a supply of 700 watts. 
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It will be evident, from iin inspection of 
the preceding ft<,'ures, that, excepting? the 
electric stove, all the different types of 
electric cooking apparatus are practically 
of the same construction. In each, an 
electric heating coil, embedded in a water- 




Fin, 47. — Electric: Stkwpan. 

tight manner, in a suitable part of the ajj- 

paratus, supplies the heat that would 

otherwise be obtained from the ordinary 

j coal stove or range. For the sake, how- 

^ ever, of showing; the convenience with 

I -whicli an electric honting coil or eoila 
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can be made to serve the necessities 
of the culinary art. Figs. 48, 49 and 50, 
representing respectively an electric skil- 




Fio. 48.— Elbctric Skillbt. 

let, cake ji:riddle and cooker, are shown.' 



In electric cooking apparatus contact 
with the supply mains is sometimes effect- 



I 
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ed by the ordinary screw plug. It is pR 
erable, however, when much work "- 

this character is to be done, to emp! 





special eonnectorH for ihin piii'l""*''- ** 

forms of pbiii-miuichm for m"'!' I'"!'!""""" 
are shown in I'^k. Til. Oiio I't Hi""" "* ''"' 
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attachment to the wall, and consists of a 
disc of wood, or hard rubber, with a slot^ 
containinf^ a jiair of separate springs con-i 
nected with the supply mains. The in- 
sertion plug fits into the socket and con- 
nects two terminals from the flexible cord 




■Potg Switches, 



leading to the heater with the spring clid 
thereby establishing the circuit. 

The other switch shows a very conyca 
lent method for connecting together tTS 
pairs of flexible cords. Each flexible eopj 
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terminates in a cylindrical block of wood 
or rubber in which is a i)in and hole. The 
pin is connected with one terminal and 
the spring metal lining of the hole with 
the other terminal of the supply mains. 
The opposite plug is similarly fitted and 
the two are united by placing the pins in- 
to the respective holes and i)ressing the 
two together. 

Although much remains to bo accom- 
plished in the way of iini)rovoments in 
electric cooking apparatus, esi)ecially in 
the direction of producing suitable heat- 
ing coils that will last indefinitely with- 
out deterioration or short-circuiting, yet 
it will be evident that the advantages 
arising from the use of electricity in the 
kitchen are sufficiently great to warrant 
the belief that this practical use of elec- 
tricity will rapidly grow, An ideal kitch- 
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IS is capable of bein*; furnished ' 

atus .ilnMilv- ill txigtence, is 




Fio. 53. —Electric Kitchen. 

shown in Fig. 52. Here an electrically , 
lieated oven is provided with a hood, , 





ELECTRir COOKINO. 



171 



not, to carry off the smoke of the fuel, but 
the odors from the cooking viands. A 
switchboard enables the utensils on the 
table to be connected with the supply 
mains as desired. B, is a hot- water boil- 
er in which water can be readily heated 
electrically. 



Asweliavealreadypointeciout, the elec- 
tric heater, considered as a device for 
transfornitnfj; electric energy into heat 
ener^, may be regarded as an extremely 
efficient apparatus. This cannot be as- 
serted to the same dejn'ee of electric cook- 
ing apparatus, since, in such apparatus, 
some of the heat is lost; /. e., diverted 
from the material to be cooked, and sup- 
plied to the surrounding metal, air 
or water. Since, however, all electric 
heat is usually obtained by burnino; 
coal in a central station, the cost of the 
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electric heat on a large scale is consider- 
ably greater than the cost of the heat 
necessary for the same amoimt of cook- 
ing by the direct use of fuel in an ordinary 
range. 

The larger the scale on which cook- 
ing is carried out, the greater the eco- 
nomical advantage of an ordinary fuel 
range over an electric range. 

Under all circumstances, however, the 
electric heater is the more convenient 
and the more cleanly ajiparatns, and, 
when emjjloyed on a small scale for cook- 
ing, is often more economical than a coal 
range. Consider, for example, the ease 
of preparing a cup of coffee by electric 
heating. Here, there is only required the 
generation of an amount of heat slightly 
in excess of that re(iuired to bring the 
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water to the boilinji i)oint. Contrast this 
with the amount of fuel required to bring 
a cooking range to the temperature at 
■which it can boil water. As regards eon- 
venienee everj'-thing is in favor of the 





electric heater, since it reciuires only the 
closing of an electric circuit, which may 
be even done from another room, while 
bringing the range into use, requires the 
lighting of a fire. 
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A simple form of electric heater is rep- 
resented in Fig. 53. Here the heat is 
obtained from an incandescent lamp, of 
size proportionate to the requirements of 
each ease. As will be seen, the lamp iS' 
placed inside the hollow bottom of a cof- 
fee pot or kettle, which is blackened so 
as to absorb the heat. In this way 75 
per cent, of the heat liberated by the lamp 
is utilized in the heating of the water. 
It is claimed that in the form shown, a' 
50 -candle- power lamp, of say 200 watt» 
activity, will heat 2 I pounds of wat^ 
to the temperature of boiling point in 25i 
minutes, and that when the water is a& 
its boiling jjoint it can be maintained atl 
this temperature by the activity of a 16^ 
candle-power lamp (about 50 watts), and 
in some cases even less. 

k Beside the uses we have alreadi 

I 1 ^fl 



ELBCTEIC COOKING. 



pointed oat, of comparatively sniiill elec- 
tric currents for heatin^^ in connection 
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Fig. Tti.— ELKrTKicA.r,LT Hgatkd Gldk-pot. 



with heaters in cooking apparatus, a num- 
ber of others might be mentioned. For 
example, Fig. 54 represents an electric- 
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ally heated glae-pot, with a switch i 
the base, whereby the strength of current 
may be regulated within certain limits. 
This apparatus requires 700 watts for a 
one quart size, and 500 watts for pint 
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size, when heated at the maximum rate. 
A nmeh smaller activity is necessary to 
keep the glue hot when once melted. 

Fi-j;. 55 represents a sad iron, retpiiring 
about 2r>0 watts for its operation. Fig. . 
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a sealing-wax heater, and Fig. 57, a curl- 
r ing-tong heater. The sad iron in operated 
' by a flexible cord attachment, but some 



Fio. SS.— SiAUNG Wax Heater. 

forms are made in which the sad iron is 
free from electric connections and is 
merely laid upon an electrically heated 



Li^ 



Fio. 57. —Electric CuRLma-ToNoa Hkatbk. 

plate in order to acquire its heathy con- 
duction. 




As till illustration of what can be i 



178 



IXECTBIO HEATIHO. 



I 



fected in the direction of electric cooking 
we may mention a banquet recently 
given in London, England, by the direct- 
ors of an electric lighting company, to 
120 gueets, in which all the cooking was 
performed electrically. They were ten 
courses, which required for their jirepar- 
ation a total expenditure of energy of 60 
kilowatt- hom's, or on an average of one 
half a kilowatt-hour per guest. 

The above company has notified the 
public that they will charge 8 cents per 
kilowatt-hour for cooking. Consequently, 
this would place the expense of such a 
banquet at 4 cents per guest for the ten 
courses. Considering the convenience fl 
the process this charge cannot be 
garded as exorbitant. 

An electrically cooked banquet 
a porisibility in the time of Franklin, 
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a banquet at which electricity played no 
insignificant part is thus humorously de- 
scribed by him in a letter written in 1769: 
"Chagrined a little that we have been 
hitherto able to produce nothing in the 
way of use to mankind; and the hot 
weather coming on, when electrical experi- 
ments are not so agreeable, it is proposed 
to put an end to them for this season, 
somewhat humorously, in aparty of pleas- 
ure on the banks of the Schuylkill. 
Spirits, at the same time, are to be fired 
by a spark sent from side to side through 
the river, without any other conductor 
than the water; an experiment which we 
some time since performed, to the amaze- 
ment of many. A turkey is to be killed 
for our dinner by the electrical shock, and 
roasted by the electrical jack, before a fire 
kindled by the electrical bottle ; when the 
healths of all famous electricians, in En- 
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gland, Holland, France, and Germany, are 
to be drank in electrified bumpers, under 
the discharge of guns from the electrical 
battery." 
It may be of interest to our readers to 

note in this connection, that Dr. Frank- 
lin was not devoid of imagination, as may 
be gathered from a remark he makes con- 
cerning the turkey and other birds so 
killed: 

" He conceited, himself that the birds 
killed in this manner ate uncommonly 
tender." 



CHAPTER Vm. 

ELECJTRIC WELDING. 

In the proportioning of electric coils 
designed for heaters and cooking appara- 
tus, care is taken that the electric resist- 
ance is such that, with the electromotive 
force employed, the resulting current 
strength should not be such that the coils 
shall reach an unduly high temperature. 
In no form of such apparatus are the coils 
allowed to reach an incandescent temper- 
ature; i. e., a temperature at which they 
glow, or begin to emit light. There are, 
however, some very notable applications 
of the heating power of an electric cur- 
rent in which very high temperatures are 
employed, which we will now discuss. 
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These are capable of being divided int^ 
two sharply marked classes; namely, 

(1) Those in which a metal formii^ 
part of an electric circuit is raised to i 
welding temperature; that is, a tem- 
perature considerably below the mcltin<? 
])oint of the metal. 

("2) Those in which metals, or refractory 
substances, form portions of an electric 
circuit, and a temperature is obtained as 
high as is possible to produce under the 
circumstances, this temperature at times 
being the high temi>erature of the vol- 
taic arc. 

Apparatus of the first type find thea 
examples in various forms of welding a 
paratus; those of the second type, in ele< 
trie furnaces. 



By the welding of two pieces of metal ii 
meant causing them to strongly cohere, c 
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hold together as a single piece, when pow- 
erfully pressed together. Some few met- 
als, like lead, for example, possess the 
power of welding when cold. Thus, if two 
freshly-cut surfaces of lead, free from 
grease or oxide, are firmly pressed to- 
gether, they will cohere so strongly that 
the welded joint may be as strong as other 
portions of the metal. Other metals, such, 
for example, as iron, copper, gold and steel, 
cannot be caused to cohere or weld in 
the cold by any pressure that can readily 
be brought to bear on them. If, how- 
ever, these metals be heated to their weld- 
ing temperature, generally a tempera- 
ture at which they become incandescent, 
and then pressed together, either by (juiet 
pressure, or by the blow of a hammer, 
they readily weld and cohere. 

In order that welding may take place it 
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is necessary thiit the surfaces of the metal- 
lic weld be clean and free from oxides or 
other impurities. Such clean surfaces are 
insured by the use of a suitable flux , as, for 
example, borax, which removes the film of 
oxide that so readily forms on the sur- 
faces of glowing metal. 

In the practical welding: of one metal to 
another, it has been found that the most 
efficient welding is obtained when a cer- 
tain temperature is reached but not 
exceeded. In welding, carried on by 
means of the heat of an ordinary fire, 
the ojierator generally judges as to 
when this temperature is reached, by 
the color or appearance the metal ac- 
quires, and much of the welder's art con- 
sists in his abUitj'- to recognize precisely 
when the proper temperature has been 
reached in order to ensure the most 
effective Jomt. 
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The process of electric weldinjij does not 
differ in any mechanical point from the 
welding of metals by the ordinary 
heating process, save, only, that the heat 
applied to the welding joint is of electri- 
cal origin, and, instead of the welding 
surfaces being separately heated in a fur- 
nace, and subsequently brought together, 
with the opportunity that their exposure 
to the air affords for the formation of a 
film of oxide over the surfaces to be united, 
in the electric process the surfaces are 
tirst heated by the passage of an electric 
current through them while placed in 
contact; and, when the welding tempera- 
ture has been acquired, which even for 
large masses of metals requires only a few 
moments, are then suitably pressed to- 
gether and the weld is affected. 

The electric process of welding is not 
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only more convenient and rapid than thtf 
ordinary i>rocess, but by its means, nieta] 
have been effectively welded, which it ii 
impossible to weld by the old process. 
By the aiiplication of the electric weldin;,' 
process not only can the ordinary metals,, 
such as iron, steel and copper, be readil; 
welded, but many metals which require 
under the old process to be previously 
bronzed, or covered by a layer of brass q 
solder, can now be directly welded. Tin 
following metals, for example, have 1: 
successfully welded electrically; 
wrought iron, copper, gold, lead, zinc, t 
silver, aluminum and cast iron, and son; 
of these metals have even been welded oa^ 
to another. 



k 



The practical efficiency of any welde* 

joint, of course, lies in the extent to whid 
the tensile strength of the welded cross* ■* 
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section equals that of the un welded por- 
tions of the bar. Judti^ed by this test, an 
electrically welded joint possesses a 
marked advantage over an ordinary welded 
joint. Tests on the tensile strength of 
welded bars have shown generally that 
the bar is as strong at the welded joint 
as at other cross -sections, which is far 
from being the case in bars welded by the 
ordinary process, since the difficulty in ap- 
plying the heat uniformly, and welding 
the bar promptly, without the formation 
of a deleterious scale, is greater in the 
case of an ordinary weld. 

The current employed in electric weld- 
ing may be either continuous or alternat- 
ing. The amount of heat liberated in a 
given resistance, by a given current 
strength, is the same whether the current 
be continuous or alternating, although 
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large bars, especially of iron, offer a great- 
er resistance to the alternating than to 
the continuous current. 

It is possible, therefore, to employ al- 
ternating currents for electric heating and 
this is, indeed, a very fortunate circum- 
stance, since, when dynamo -electric ma- 
chines are employed as the electric source, 
the use of the commutator is thereby 
obviated; for alternating- current gener- 
ators employ no commutator, while 
continuous -current machines necessarily 
om|)loy one. The enormous eiurent 
strength employed in welding lai^e bars, 
sometimes as high as 60,000 amperes, 
would necessitate the use of massive and 
expensive commutators, while with the 
use of alternating currents these 
dispensed with. 
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Extended practical experience in the 
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welding of metals, especially in large 
ses, has demonstrated the fact that 
' not only does no inconvenience attend the 
-"ase of alternating currents in welding, 
bnt that, on the contrary, such currents 
actually possess advantages over contin- 
uous currents. In order to obtain a good 
joint, a certain temperature must be at- 
tained by the welding surfaces and this 
temperature should be aa nearly uniform 
as jjossible. With the use of the contin- 
uous currents employed in such cases, the 
loss of heat at the surfaces of the metal 
causes the central portions of the mass to 
attain a higher temperature, thus render- 
ing it more difficult to obtain a good weld- 
[ ing joint, over a large cross -section. By 
L'the use of alternating currents, however, 
t*more uniform distribution of tempera- 
fture over the cross-soction of the welded 
rfaces is obtained; fur, althougli as be- 
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fore, the bar necessarily loses its heat 
from the surface, yet, as is well known, 
alternating currents tend to develop a 
greater heat at the surface of a lai^e mass 
than at the central portions, and there is 
thus ensured a more uniform heating of 
the contact surfaces. Consequently, most 
welding processes are now carried out by 
the use of alternating currents. 
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The apparatus employed in electric 
welding may be divided into two classes; 
namely, those in which the alternating 
currents emidoyed are generated directly 
from a specially designed alternating- ciur- 
rent dynamo, and second, those iu which 
the currents employed are taken from the 
secondary coil of a step-doini transfonner, 
that is, a transformer in which the sec- 
ondary terminals sujjply a large current 
at a lower pressure, or a transformer in 




wire, and the secondary of h n\io]% «(,,,„(. 
wire. The first iiietiiod is fdllrrl IIm> ih'ck.. 
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ess of direct weldi/ig, and the second, that 
of indirect welding. 
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Fig. 58 shows a direct welder employ* 
for welding the iron tires of baby car- 
riages. Such a machine can make 1500 to 
2000 welds in ten hours. It consists of an 
alternating-current dynamo, or alterna- 
tor, with two field magnets M, M, and the 
armature A. revolving between the two 
pole-pieces, one on each side as shown at 
i" . The armature is driven by a belt and 
jjulley }'. The armature has two windings. 
One is connected with the commutator C, 
at the end of the shaft, and the brushes 
B, B, carry off a continuous, or commuted 
current, to thefield magnet coUb A/, ^f, for 
their excitation. The other windingon the 
armature consists of a single massive 
turn of copper cable. Its extremities are 
brought to the collecting rings R, R, \i\ 
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which rest heavy brushes to carry the pow- 
erful welding current to the two elampe 
P.P.mounted above the plattorm F F F, 
These clamps can be caused to approach 
or recede by the turning of the handle h. 
The clamps P, P, hold the two rods d, d 
which are to be welded together. The 
alternating enrreuts, generated in the 
single turn of cable on the armature, are 
carried directly to the rods which are 
brought into end-to-end contact by the 
movement of the clamps. Since the 
clamps are attached to the rods to be 
welded close to the welded ends, it is evi- 
dent that only the portions between these 
clamps and the welded surfaces, receive 
the welding current and attain the welding 
temperature. Moreover, in the immediate 
neighborhood of the clamps the heat is 
conducted away into the large ni((tallic 
masses around the clamps. On the ap- 
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l)lication of the current, the ends of the 
bars to bo welded are pressed steadily to- 
trether and the pressure is increased as the 
temi)erature rises. The current strength 
employed in the weldinfr circuit seldom 
exceeds 4000 amperes, and the E. M. F. in 
the circuit is only two or three volts. 

In order to avoid the use of collector 
rin^s for carryinji; off the heavy welding 
cui^rents, forms of direct welders have 
been devised in wliich tlie armature is sta- 
tionary, and tlu^ field is movable. In this 
case, the ends of the lieavy cable, wound 
over the armature, are carried directly to 
the weldinjz: clam])s. 

Another form of direct welder is illus- 
trated in Fig. 59. This welder is spe- 
cially adapted to the purpose of welding 
strip-iron into hooi)s. Some of these hoops 
are represented at the bottom of the figure 
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with their welds at W. Ono of the mag- 
nets of the alternator is shown at 
M. The pole-i^iece P, embraces the 
armature, which is driven by u belt on the 
pulley Y. The whole maclune can be 
moved forward with the aid of the raehet 
handle H, so as to tighten the belt, when 
necessary. The rheostat li, enables the 
strength of the current from the com- 
mutator C, to the magnet coils M, to be 
readily controlled. On the platform F F, 
are mounted the clamps p p, coimected 
with the ends of the turn of cable on the 
armature, through the collector rings 
and brushes resting on the same, 
strip S, to be welded, rests on the supports' 
T, is then cut off at the right length and 
the two ends furt^ed under tlie clamps p,pt. 



I tne 



Whenevr large bars or riids are to 
welded, indirect welders are used. 
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alternating-cmreiit macliinc ciin be em- 
ployed for this purpose. The machines 
usually employed tiive an E. M. F. of 300 
volts, with a frequency of 50 cycles, or 100 
alternations; i. e., 100 reversals of current 
per second. This alternating; E. M. F. is 
led to the primary eoU of a step-down al- 
ternating- cuiTent transformer, and the 
secondary coil of this transformer is 
■'^brought directly to the bars to be welded. 
?he E. M. F. in the secondary circuit 
"Varies from 1 to 4 volts, according; to the 
ciaracter of the work to be performed, 
th* strength of current reijuired, tlie melt- 
ingpoint of the metal to be welded, the 
size of the clamps, etc. 

Tie connections of such an indirect 

T are rejiresented in Fig. 60. The 

Lteoator A, is driven by a belt B. A 

smalj belt b, from the same shaft drives 
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the exciter E, which suppliee the current 
for the field mat^nets of the alternator A, 
throut;l> the cnntroUijig rheostat R. The 
current from the collecting' rings of the 
alternator armnture, is carried through the 




k 



iBDIRaCT WbLBINO. I 

switches S, S, and the repster g, tothe 
primary coil of the -welding transfornur 2^ 
A register is employed t^ eounti 
number of welds that the machine inffc< 
The metallic mass or shell of the ti 
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former T, is grounded by the t!:round con- 
uectiwi G, in order tu prevent any shock 





from beiui; iiccidentally obtained from the 
apparatus, by the operator. 

Fig. 61 represents an alternator, with 
sis poles, intended for indirect welding. 

a separate continuous euiTent genera- 
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tor G, Buppliee current to the magnets 1 
M, of the alternator. For this reason thtf^ 
alternator is called s.separateli/-ea:citedii 
chine. There is, however, on the alter- 
nator shaft, a commutator c, which serves 
to commute part of the current from the 
armature A , and supiilies this rectified or 
commuted current to the field magnets, 
in order to compensate for the drop in the 
pressure at the terminals of the armature, 
when the machine is running at full load. 
The machine is, therefore, said to be com- 
pound-womid; i. e., contains two sepai'ate 
windings in its field magnets. The rings 
r, r, carry the current to the primary coil 
of the welding trantifurmer at a pressure 
of about 300 volts. The handle //, is for 
tightening the belt on the main imlley P, 
by driving the generator forward on the 
guides tj, (/. This machine has a capacity 
of about 00 KW., or, at 300 volts prei 




••-II'- • < . ~ •'•• 









Other <?f t >^v-:iirL- Ir-Liit -/K^t .c" Utt 

gists of at sJTrrKr T:in .: - i-ry ii-.r^y v-^.'^i^cc. 
When n riij*>il7 .'.>-) '."./. v --y «.:^ ih*! 
is, a current wLi<-L i> rs^odly vh^JK::^ i^^ 
direction, is sen: TLriUirhiht- primjirv \\\iU 
cmrents, altemjitin^ eijually nij>i\U>\ ^m^ 
generated by induction in tho stHHMuhM\v 
coil. The relation existin^j: iH^twtH^u tho 
E. M. F. thatiscansodtoactouthoprimMry 
coil and the E. M. F. piHuhictul by iiMliio- 
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tion in the secondary coil, will depend up- 
on the relative number of turns or loops of 
wire in each. If, for example, the primary 
contains 100 turns and the secondary a sin- 
gle turn, then, if the E. M. F. impressed 
upon the primary coil from the machine 
above described be 300 volts, there will be 
induced in the secondarv coil an E. M. F, 
of about three volts. But, since the regist- 
ance of this single turn of very heavy 
copper is exceedingly low, the resistance 
of the secondary coil may be, sayy^^nr^ 
of an ohm. The current strength which 
would flow through the secondary circuit 
might, therefore, be 21,000 amperes, a cur- 
rent that would necessarily possess lai^e 
heating power; namely, 3 x 21000 = 63,000 
watts activity. 

Fig. ()2 shows a form of welding trans- 
former. A core /, of laminated iron, made 
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up of a number of thin sheets piled to- 
gether, is looped with a massive copper 
castinj,' S S S S, which serves as a sinjile 




^^k turn c 
^H the el 
^^H groov< 



turn of secondary eonanctor slit between 
the clam])s C,C. as shown. Within the 
groove formed by this secondary casting 
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is placed an insulated coil of wire forming 
the primary coil, but not shown in the fig- 
ure. This transformer is, in reality, 
double, a second transformer being jjlaced 
at the back, and only part of which is 
seen. Its construction, however, is iden- 
tical with that just described. When 
an alternating electric current is sent 
through the primary coils, powerful cur- 
rents are set up by induction in the heavy 
single co|)per turn forming the seconda< 
ries of these transformers as soon as thejj 
circuit is closed through the clamps an 
biirs it) be welded. 

For very large work, which it would I 
impracticable to bring to the transforme?J 
the transformer is so designed that it ca^ 
be reiidily brought to the work. For 
purpose the form of transformer shown I 
Fig. IW litis been devised. The outer sha 





the primary coil is iirotccted iVom injury. 
Insulation is maintained not only by in- 
sulating; the wire of the primary coil in 
the usual way, but also by fillini; tlie inte- 
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I'ior of the copper box with oil. The iron 
core, not shown inthefi^'ure,is linked both 
with the primary and secondary coils 
through the opening O. 
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In order to decrease the skill requiri 
for making an effective welded joint, 
automatic welder. Pig. 64, has been devif 
Here the proper degree of pressure 
tween the contact surfaces is automatic) 
ly applied, amounting for copper to 
lbs. per stjuare inch of welding cross- 
tion, 1200 lbs, per sijuare inch for irol 
and 1800 lbs. per square inch for ste< 
The rods to be welded are placed in tl 
clamps C, C, , and are iiressed together b; 
the action of the weight IT' The trans- 
former T, supi>lies from its secondary 
coil the current strength required fop 
feeting the weld. The movement of 
clamps C, C„ as the weld is effected, 
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causes a contact to be made under the 
<iQQt^.S>S- tJie screw A", actuating the 




Fio, 64.— Automatic Wbldbb. 

magnet M, which internipts the main 
current. 

Indirect welders are made in a variety 
of forms, generally, however, the ap- 
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paratus is protected from dirt, dustandin- 
jury by a suitable casing. A form of 
automatic welder ia shown in Fig. G5, 
which ia intended for the welding of 
copper wire. 

The amount of power, which must be 
expended in effecting a weld, depends 
both upon the material and upon its cross- 
sectional area. If we double the croaa- 
aeetional area, we increase the amount of 
work to be expended by about 150 per 
cent, that is to say, we more than double 
the necessary exjienditure of work. In 
order to weld bars of iron and steel one 
srjuare inch in eross-aection, nearly one 
mef/ajoute; i, e., nearly 1,000,000 joules 
must be expended, or somewhat more 
than J of a KW. hour. For a weld in 
brass, of one sijuare inch in cross-sec- 
tion, about the same amount of work J 
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reciuired; /. ''., ii trifle inorolliaiHino mt'sii- 
joule, iiiul for 11 wct'l iiieo]j|K>r(itio sqiiiire 
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^H iDch in cross -section, an esijenditure of 
^M nearly one and one-half megajoules is 
B required. 

Fig. 06 shows a form of welder intended 


1 
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FiQ 66. -Wbldkd FOR Cirrmi:e Tires. 

for welding carriage tires. The welding 

transformer is situated in the interior of 

the box upon whieh the clamps are 

^L mounted. Ilere the pressure is applied 
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hydraulically from the cylinder G, under 
the action of the handle H. The tire to 
bo welded is gripped in the clamps C, C. 




Fia. 67.— Unitbrsai.'Wbldbb. 

li^g. 67 shows a universal welder adii|)tod 
3 a variety of work, and of 40 kilowatts 
lapacity, so that at 2 volts E. M, F., the 

Flull-load current would be a])proxlmately 
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20,000 anii)cre8. or 20 kilo-ainpero.s. In 
this ai)i)arHtus, as in the preoediiig, tho 
pressure is applied hydraiilieally from tho 

Iiiston G. iiii.Ut Ihe cimtiul n[ tlir Imiidk' 




//. The handles //, /^ 
the clamps C, C . 



Hfo for oporatintr 



Fin. tiS slinws II fnnn ni' welder suited 
for welding way:on and carriage axles. 

Fig. 69 shows a welder for steel wire 
cable or for bars of iron or steel. 

Fig. 70 re])resent8 a form of welder 
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for -weldiiiK steel spokes to their hubs. 
A circular platform is uioimted above 
the transformer, as shown, and the 
four clutches jji-ip as many spokes at a 
- time. Water is supplied, throu^'h the 




flexible pipes sliown, to tlio ui>per 
, which are hollow, so as to keep 
their temperature from beeominf^ ex- 
cessive under constant use. 



71 shows in detail some welds ef- 
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shown on the left in the illustration, the 
"wire was twisted and soldered as inf^' 
cated while according to the new me'' 
of welding, the ends of the wire 
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abutU'd iind welded tny;ether, hs shown u| 
the lower rif^ht hand iiortiun of the cut. 
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The extent of tele!^riii)hic welds may I 
inferred by the fact that asinyle firm, d 
ufactnrin}? telegraphic wire, makes onti 
average 600 welds daily by this raethoj 
At B and C, are shown thin strips weldfl 
together. At D, is shown a welded pipe 
which has been tested to the bursting 
point and which has burst not at the 
weld, but beyond it. At E, is a coil of 
pil)e containing welded joints; at /'', a pro- 
jectile made in segments and ready for 
welding; at F", the same projectile after 
welding; G and /f, wire cables welded; at 
K, an insulated wire with a welded joint. 
Of course, such welded joints can only be 
effected conveniently in the factory, aa 
the welding apparatus is not usually avail- 
able in the field. 
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Yig. 72 shows a special form of weld' 
ing machine for weldiiifr the hard steel 
points of shi'apnel shells to their soft steel 
bodies. This is an operation that would 
be very diflicult to accomplish by any 



I 




other method. Fig. 73 represents a form 
of welding apparatus designed to heat a 
short length of pipe to enable the same to 
be readily bent. The pipe is held in the 
screw elainps C,C, and the current is 
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sent through the short length of pipe be- 
tween them, which is thus raised to the 
welding temperature except in the imme- 
diate neighborhood of the clamps. 

In the system of street ])Hssenger rail- 
ways, where the cars are driven by (^l(»c- 
tric motors which take their current from 
trolley wires and tracks, a necessity exists 
for ensuring a continuous ek^ctric (^ontac^t 
between the separate rails ccmstituting 
the tracks. This is eflected, in practice, 
by connecting the abutting ends of the 
rails by means of stout co|)[)er wires, or 
bonds, as they are termed. No little difli- 
culty has arisen in practice, owing to the 
imperfect contact thus ensured between 
the surfaces of the bond wires and the 
rail, a considerable resistance being intro- 
duced into the circuit of the rails from 
this lack of good connection, as well as 
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from the liability to eoiTOsion through 
galvanic action. Not only is a contin- 
uous conductor necessary for the eco- 
nomical transmission of electric current 
over the line, but also to reduce to a 
mininmm the electric corrosion of the 
gas and water-pipes, or other masses of 
metal situated along the line in the 
neighborhood of the railroad tracks. 
Again, unless the contact between adjoin- 
ing rails is electrically good, the advan- 
tages gained by buried cables, or (/round 
feeders, to constitute a return circuit. 
is materially diminished. ^H 
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An attempt has been made to overcome 
these difficulties by rendering the entire 
length of rail constituting the track ono 
continuous metallic conductor. This is 
done by welding the abutting ends of 
the rails together, while in place, i 
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track. Since the rails are welded in place, 
the electric current has, of course, to be 
carried to the weld. To this end, the 
necessary welding appliances are i)laced 
on a special car which either takes its 
current from the trolley wire, or from any 
alternating- current circuit that may be in 
the neighborhood. When the continuous 
current from the trolley wire is employed 
for this purpose, the pressure being aj)- 
proximately 500 volts, this current drives 
a motor-dynamo^ or rotary trayisformer, 
placed on the car, and by this means tlic 
continuous current received from the 
trolley is converted into an alternating 
current and afterward delivered into the 
primary coil of the welding transformer. 

The car employed for this purpose is 
shown in Fig. 74. The welding transform- 
er, with its large clamps, is seen sus- 
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pended from a beam at the rear end of the 
car. The same transformer is shown 
more clearly in Fig. 75, which represents 
the welding transformer in place, in actual 
work upon a track weld. By means of a 
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motor in the car, the aurfaue of the i 
is ground by a revolving grinder for a f 
inches on each side of the joint, so ( 
prepare a clean surface of iron on whi 

the weld is to be produced. Two i 




vuscnac wbldixo. ^^ 
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chucks are then placed in position, one on 
each side of the joint, and the electric cnr- 
rent is forced from the jaws of the welder 
throufrh the chucks and across the two 
ends of the rails. By this means the 
chucks and rail ends are brought to- 
gether up to the welding temijeratnre. 
HydraiiHc pressure is exerted upon the 
chucks by the hand pump P, shown on the 
light. When the wold is effected, the two 
chucks and the two ends of the rail form 
one solid mass. The massive secondary 
copper casting, or single turn S S S S, is 
represented in the figure with its two low- 
er extremities S, S^ forming the terminals 
which are brought into contact with the 
chucks. The primary coil is contained 
within the secondary shell or box, and 
the laminated iron core / /, is passed 
through or linked with both. The two 
heavy iron jaws J J, J J, pivoted at F, ax&. 
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drawn apart by the spiriil HpriiiyH iil, llni 
top. but are forced together by Mii> li.v- 
draulic pumii .1/, so m lo briiin pn'MMiini 
transversely upon the ehiu-kK tliioiiuli llii> 
heads of the secondHry terniirinlH S, .S, . 
It will be seeu, thercloro, tliiil l.)n' nil In 
are not pushed totiether, end to end. I<iil> 
are welded transversely. 
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;. 76 repi-eaents the ti])p(nLnmc(» iil' n 
ilded rail, after the oiieratioii ih cuni' 
pleted. The area of this wnid In fruni 
12 to Ui 8(iuare inohoH, 'I'lic curreiili 
strength required from tlio trollny wire 
may reach 275 amperofs, repreMi'tiMiiu an 
activity of about 1;17.5 KW. Thin in dn- 
liveped from the motor-dyiiatno, oi- nitary 
transformer, as an altornatinj^curnint at 
a pressure somewhat in excosB of yOO 
volts, and, after allowing fur thd 
losses of power in the rotary transfnrtiior, 
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is well as in the welding transformer, 
ibout l:iu KW. fun be delivered to the 

Pio. Tfl.— Wrldbd Railb, 

:rack, reiiresenting a current stroncth oi 
rery nearly 00,000 amjieres. The welding 
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transformer is oil-insulaicul, ho Mini IIm« 
whole a)>i>aratiis can hv w()rk<M| in Mm 
rain. Water is circulnicMl Miroiii/ili Mm 
jaws, in order to cool th(»rn wIm'Ii mI wniK, 
Under favorable circuniHiHrwM'H. four jninlM 
can be made per hour. 

A street rail, woi*z:hiiii^ 70 Ihn. por yiiril, 
when prevented from (^xpnndiiii.': mimI roii 
traeting, owin};; to tluM^riMn' mil ImmiikIii m 
single length, rc(iu ires Hl)oiit I.Ml.OlM) Ihh, 
tensile strength to wiihstniKl Mm nlrnrtMnN 
produced in it by tln^ (^xpniiHioriH iitid 
contractions, following clinngPH in l-nni- 
perature duo to tlxj H(»nHons. An nlor 
trie weld recjuirciH mon^ Mnin liriO.OOO 
pounds to break it. (!onH(»(pi(MiMy, n 
track is not likely to bn^ak at a wc'ld 
owing to the stresses produced by t<Hn- 
perature variation. It is necessary, how- 
ever, in practice, to keep the track firmly 
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from bending in stmiiner, bi 
fastening it to the sleepers. 
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In order to cite an example of the 
practical application of electric track 
welding, it may be mentioned that in the 
city of Boston, four miles of Providence 
girder street car rails, -n-eighing 61 lbs. 
per yard, were electrically welded in the 
snmmer of 1893 in one continuous length. 
It had been the general belief, up to the 
date of this experiment, that a track so 
welded could not resist the tendency of 
its own expansion and contraction to pull 
it to pieces. These four miles rcmaine'i 
in good condition until the following 
winter, when they broke in about ii) 
places, but, in nearly all cases, it is inter- 
esting to note that these fractures did not 
occur at the joints, but about four to eight 
inches from them. These fractures wa 
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Hpaired by being electrically welded. 
The track lasted intact throuf,'h the sum- 
mer of 1894, bat again broke the following 
winter in about 30 jjlaces. It is a curious 
fact that these breaks did not occur at 
regular intervals, but several would usu- 
ally appear within a few feet, and then 
none, perhaps, for half a mile. It is 
claimed that the difficulty referred to in 
the preceding i>aragraph can now be 
overcome. 



In all the methods of welding thus far 
described, a single process is employed; 
namely, the parts to be welded are 
bronght into contact and a powerful 
eleetric current is sent through the con- 
tact surfaces untd they arc raieed to the 
welding temperature. The temperature 
is never allowed to reach the fusing point. 
BAnother method of welding, which dif- 
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fers radically from the preceding, consists, 
practically, in bringing the metals to he 
welded to the fusing point. Thie ie ac- 
complished by the use of the voltaic arc 
as follows; one terminal of the source of 
current, jireferably a storage battery of 
between bO and 100 volts E. M. F., is con- 
nected to the metals to be welded, and 
the other terminal, to a rod of hard carbon, 
which is brought into contact at the weld- 
ing surfaces and then separated a short 
distance f;'om them, so as to form an arc 
between the metal and the end of the car- 
bon electrode. By this means, a partial 
fusion is obtained, which results in an 
electric soldering; or, as it is sometimes 
called, a welding at the joint. This meth- 
od of uniting the ends of metal bars or 
rods, is not unlike the burning process as 
applied to lead, in which two abutting sur- 
faces or ends of lead sheets are united I 
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the aid of a blow-pipe flame. It in (evi- 
dent that this method is not cupabh* of as 
many applications as is tho nn^thod pn^- 
viously described, since tlu^ h(»at, b(Mritr 
only superficially applied, is incapabht of 
giving to joints of any considcirable cross- 
eection, that uniformity of tcanperatun* on 
which a good weld is d(5pend(int. Tlui 
process, however, ])0sscss(5S sonuj advan- 
tages, and has been succeHsfiilly appli(»(l 
to the filling of blow holes in coastings. It 
is evident that masses of nx^tal intro- 
duced at the fusing temperatures into such 
blow holes, under the action of tlie o.Uh*.- 
trie arc, tend to render thcs mass of metal 
fairly homogeneous, providcMJ t\w, precau- 
tion has been taken to previously heat 
the casting to a dull re Iness. 

The same process has been ai)i)lied to 
longitudinal welding^ or calkiny of plates 
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that have already been riveted, in order tcrj 
make a water-tight joint and instead ( 
employing a calking tool. Aa before, 1 
however, the process ia limited to the 1 
case of comparatively thin plates. 



Another method, also dependent on tha 
heat of the voltaic arc, consists in de 
fleeting, by the aid of an eleetromagnetj 
the are esisting between two carbon points 
and directing the flame against the 8U 
faces to be welded. This api)arata8 con 
etitutes, in fact, an electric blow-pipo. 



CHAPTER IX. 

ELECTRIC FURNACEa. 

The intense heat of the voltaic arc, 
forming, as it does, the most powerful 
' source of heat known, led many investi- 
gators, at a very early date, to apply it 
in variousmetallurtiical processes. These 
processes were, as a rule, carried out in 
what may be properly styled electric fur- 
naces. That is, in furnaces, the heat of 
which was obtained electrically, either by 
means of the voltaic arc, or by the heat of 
' intense incandescence of such refractory 
I substances as graphite or carbon. It may 
[ be well to point out, in this connection, 
that the electric furnace differs radically 
I from any furnace in which the heat is ob- 
, tained by ordinary combustion, in that 
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means must neceasarily be provided, inj 
the combustion fnrnaceB, for carrying 
the products of combustion. This nod 
only ensures an inefficient form of fur»l 
nace, but also necesaitates the eoolii^l 
or chilling of the furnace by the loss aim 
heat, and by the ingress of cold air, lu | 
marked contrast with this, in an elec-, 
trie furnace, no essential gaseous prod- J 
uets of combustion are formed in thft 
])roduetion of the heat, and, consetjuent-M 
ly, all the heat developed is retainedj 
with the exception of such losses as occui 
through the walls of the furnace by con-] 
duction. Electric furnaces have beenj 
known in the art as early as 1848, and 
since that time have been very frequentln 
employed. 



^1 of fori 



The electric furnace assumes a variety 
of forms, oneof which is shown in Fig. 77.1 
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[ Here a voltaic carbon arc is employed as 
[ the source of heat, the arc being per- 
I mitted to play in the interior of a crucible 
fof refractory material, surrounded by a 
[ non-eonducting mass, usually of fire- 




^Bbri< 
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ick. Since comparatively little heat 
by conduction, the temperature 
%hich may be attained in the interior is 
exceedingly high. This particular form of 
furnace was employed to ascertain the 
temperature at wliich carbon boils. 
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AlthoiiKh constructed in a variety of 
forms, all electric furnaces may be di- 
vided into two classes; namely, first, those 
in which the operations carried on are 
effected by means of the intense heat 
electrically produced, and, second, those 
in which the operations are effected by 
electrolysis; i.e., the power possessed by 
an electric current, under certain con- 
ditions, of effecting chemical decomposi- 
tions. By far, however, the greater num- 
ber of commercial electric furnaces 
belong to the first class. 



In all electric furnaces the heat i^ 

y lined either by means of the electric 
or by electric incandescence. Since 
3on is one of the most refractory sub- 
ices known, it is generally employed 
ler as the material between which the 
is formed, or as tlie substance for 
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leading the current into the; funuuu'i. 
Since, as is well known, the earlK^n an', jh 
the most intense source of artifujial li(?at 
we possess, and the peculiar conHtnirjiion 
of the electric furnace permitn tliJH lumi 
to be readily accumulated, the U^mpi^ra- 
ture reached is the hi^lKiHt artiflr^ijilly 
obtainable. Conseciuently, iindc^r tJu^Hc^ 
conditions, chemical i)roc(;HH(^H Ixhjomk! 
possible on a commercial scahs that h(ir(^- 
tofore could only be conduc.Uul on a 
small scale in laboratory research. 

As an example of a commercial process 
carried on under the intense heat of the 
electric furnace, we may mention the 
manufacture of a compound of silicon and 
carbon, known in commerce as carborun- 
dum. This material is carbon silicide, a 
molecule of which consists of an atom of 
silicon united to an atom of carbon. This 
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product is of considerable commercial 
value in the afts, owing to its g:reat hard- 
ness, and 18 extensively used as an abra- 
sive material, asa substitute for emery and 
corundum, and has even been employed 

: Ca^ 




Fig. 7S,— IflNOITUDINAI. SbCTIOB of CARWORUSDnil FCB- 



in the place of diamond dust, for the_ 
polishing of gems. 



^H tion 
^M tudli 
^^ pass: 



The furnace employed for the proda 
tion of carborundum is shown in lonj 
tudtnal section, as charged ready for i 
ige of the current, in Fig. 78. 
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consists substantially of a rectanjrular 
chamber, whose walls are formed of brick 
and fire-clay. The furnace chamber is 
charged with a central core of granular 
coke, surrounded by a mixture of carbon, 
sand, salt and sawdust. In order to ef- 
fectively connect the electric source with 
the central carbon core of the charged 
furnace, carbon rods or terminals are 
placed at each end of the furnace and 
brought into good electrical connection 
with the core by means of a filling of fine 
carbon tightly packed around them. 
When a powerful electric current is sent 
through this furnace, a chemical action 
occurs, under the influence of the intense 
heat, whereby a combination is effiBcted 
between the carbon mainly of the central 
core and the silicon of the sand, with the 
formation of a silicide of carbon called 
carborundum. 



\ 



240 



ELECTBIC HEATING. 



A erosa-SGction of the furnace, prior to 
the pasBaye of the current, ia shown in 
Fig, 79, and another cross- section, after 
the passage of the current, in Fig. 80. 
Eeferenee to the latter figure will show 




FiQ. 79. -Section Thbodoh Fcbnace 



that a portion of the coke core still re- 
mains unaltered, while carborundum in 
the erystalized and uncryatalized states^ 
surrounds this unaltered core. 



Another commercial apphcation of ( 
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electric furnace in which the product is 
obtained by h^h temperature, is in the 
process for the manufacture of calcium 
carbide. In this process the product is 
obtained by the prolonged action of an 




electric arc on a mixture of lime and car- 
bon, placed inside a suitably formed 
smeltii^ furnace; formed of refractory 
materials. The form of the furnace is 
shown in Fig. 81. The outer shell A, 
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consists of a cylindrical fire-brick cover a 
bench, inside of which is placed a crucible 
B, of carbon or graphite. Both the cmci- 




FlO. 81.— FCBHACE FOR PRODUCTION OP CaLCICM CAKBltf 

bleB, andthe maaonry^, real on a con- 
ducting plate h, of metal, to which one of 
the terminals of the dynamo is connected, 
the other terminal being connected to the 
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carbon bar or pencil C, forming the mova- 
ble electrode of the furnace. The furnace 
is provided with the cover E, formed of a 
single or double carbon plate. This is in- 
sulated from the body of the furnace B, 
by means of a plate of non-conducting 
material F. The material to be acted on 
is placed at the bottom of the furnace, 
and heat applied by means of a current 
passing between the electrode C, and the 
crucible B. A screw-thread shaft G, at- 
tached to the carbon, permits the adjust- 
ment of the central electrode in the nut 
h. A tap hole is provided at d, for dis- 
charging the products of the furnace from 
time to time. During operation, this hole 
is closed by a plug of clay or other suit- 
able material. 

An alternating current of from 4000 to 
5000 amperes under a pressure of from 35 
to 25 volts, representing an activity of 
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about 135 KW., or 180 H.P., can. it is 
claimed, produce daily in B\ich. furnaces i 
yield of one short ton, or 2000 pounds of ] 
calcium carbide at a cost of about $15. 



No little attention has recently been at- | 
tracted to the preparation of calcium car- 
bide, from the fact that when thrown into ] 
water, it is capable of yieldinj? acetylene j 
gas, a combination of hydrogen and carbon ■ 
(C, H,), which possesses a hi<,'h illumi- 
nating power when burnt in air. Either 
a continuous or an alternating current 
may be employed in its production. One 
of the most important uses to which 
acetylene can be applied is the enrich- 
ment of ordinary illuminating gas, so as 
to increase its light-giving power. 

Up to the present time, perhaps, the 
most important application of the electric 
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the fliarge and the wall being fiUeJ with 
limed charcoal. The hirnace employs a 
carbon arc as the stturee of heat, the are 
beinji formed between the carbon elec- 
trodes which lead the current through the 
furnace. In the figure these electrodes 
are shown at A-r^ — .thearcbeingfomied 
between them at D. The electrodes pass 
through openings in the ends through 
boxes B, B' , filled with granulated copper. 
The charge in such a furnace is frequently 
a mixture of 50 lbs. granulated copper, 
with 251ba, of crushed cryolite, a mineral 
rich in aluminium, and 12 lbs. of charcoal. 
The current strength varies from 1200 to 
lijOO amperes, and is maintained at a 
pressure of about 50 volts for 5 hours. 
Under these circumstances, the ore of 
aluminium is reduced in the presence of 
highly heated carbon, and the reduced 
nietal enters into an alloy with the raolfe 
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en copper. When the furnace is cleared, 
50 lbs. of alloy are obtained having from 
15 to 35 jier cent, of aluminium and a 
small quantity of silicon. 

In another process, by means of which 
the aluminium is obtained in a pure state, 
the decomposition is effected by elec- 
trolysis. Here the current is led through 
an electrolytic bath of alumina dissolved 
in a double fluoride of aluminium and 
potassium, maintained in a fused state by 
the heat evolved during the i)assage of 
the current. In one process in which 
this is effected, the crucible, which con- 
sists of an iron box suitably lined with 
carbon forming the cathode or negative 
electrode, is charged with the ores of 
aluminium, and a carbon rod, standing 
vertically in the centre, forms the anode » 
or positive electrode. The current enters 
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by this carbon rod, and, after passing^ 
throufiih the materials of the furnac* 
leaves it at the negative or external b\it3\ 
face by means of the iron frame soitablj 
connected to the other pole of the dyna-l 
rao. The current strength employed id 
about 3500 amperes at a pressure of ap= 
proximately 35 volts, representing an ao-^ 
tivity of 152.5 KW. The furnace is i 
arranged that the metal can be tapped od 
and withdrawn as it is fonned, so thafl 
the process is a continuous one, fresh ore 
being added from time to time. The effeol 
of the current is not only to keep thi 
charge in the furnace molten by the he) 
produced in the passage through the furJ 
nace, but also to reduce the metal fronj 
the ore by electrolytic action. By thej 
means the metal obtained is very nearl| 
pure. The iron box is usually cubical i 
shape, and is two feet deep. It has i 
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Opening beneath, which is supplied with a 
plug of carbon or clay to permit of the 
pouring off of the metal. 

The electric furnace has been employed 
in obtaining a number of rare metallic 
substances among which chromium may 
be mentioned. 

In the use of electric furnaces for me- 
tallurgic purposes many advantages arise 
from the fact that a vacuum can readily be 
maintained within the furnace during the 
operation. For this reason metals ob- 
tained in the fused state from their ores 
by electric reduction, or metals fused 
in air-tight furnaces by the application 
of heat of electric origin, produce sharper 
and much more homogeneous castings 
than those melted when exposed to the 
air. Moreover, such castings are devoid 
of troublesome blow holes and blasts, 
and are denser than ordinary castings. 
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111 one form of olectric furnace, the on 
is not only reduced to the metallic statt 
by the action of the current, but is 
east directly from the furnace, within ' 
whicli a vacuum is maintained. This fur- 
nace consists of an air-tij^ht chamber, pro- 
vided with an inclined hearth, arranged E 
as to i)erniit the reduced and moltej 
metal to flow directly from the furnace| 
into the mould when so desired. Thg! 
chamber of the furnace is tilled with i 
suitable mixture of ore, flux and reda 
cing agent, and subjected to tlie influenci 
of the electric current; or, the furnace i 
given a charge of the metal to be melta 
and a current applied sufficient to melS 
it, while in the presence of a vacaum, ^ 



The practical Umit of size proposed fo] 
such a chamber is 40 feet in length t 
capable of holding 1 J tons of metal at i 
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charge. By working such a chamber with 
a current of about 30,000 aini)eres, at 
fifty volts pressure; i. e., at an activity 
of about 1500 KW., somewhat less than 
the activity already employed in the alu- 
minium electric furnace at Neuhausen, 
the entire charge can be fused and run off 
in about a quarter of an hour. Such a 
furnace would, therefore, be capable of 
turning out a ve:^y large number of cast- 
ings in a single day. 

It might be supposed that the electric 
melting of metals would be more expen- 
sive than the ordinary method employing 
the regenerative furnace, but, bearing in 
mind the fact that all the heat developed 
by the electric current can be liberated 
exactly where it is wanted, and that the 
loss of heat in such a furnace is very small, 
it is evident, that even where water-power 
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is not obtainable, this method miyht com- 
pete with coal on a commercial basis. 
For example, it has been estimated that 
in order to smelt a short ton of iron in 
the Siemens- Martin regenerative furnace, 
from 1000 to 1400 jwunds of coal are re- 
(luired. By the electric process here de- 
scribed, assuming that coal is burned to 
drive the dynamo and operate the air 
jramp employed in maintaining the vac- 
uum, the same work can, it is claimed, be 
done by the consumption of from 720 to 
800 lbs. of coal. 

In the use of a furnace of the shai 
tyjie for the direct production of jji^; iron 
from iron ore, the resulting iron can be 
made to contain much less carbon that in 
that produced by the ordinary blast fur- 
nace, since the injrredienta can be much 
more closely proportioned in the el) 
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trie furnace than in tlio onlinnry hliiNi 
furnace. • ExperimentH nuido linvo pro* 
duced ])isirc»n containin;^ I<^hh Uiiui l\ pnr 
cent, of total carbon. 

The electric furnace han \)ovu lunployiMl 
for the artificial production of very Hiniill 
diamonds. When carbon in nicliiMl and 
vaporized in the vUtciv'ut furnac(\ it (•on- 
denses in the form of ^rapliiU^ with tho 
specific gravity of about 2. lnd(UMl thin 
same process occurs in ev(iry nva lamp, tlu^ 
carbon being volatiiizc^d at thci positives 
electrode, a ])ortion of tliis vapor con- 
densing in the form of a nipple of graph- 
ite on the cooler, nej^ative or opposite 
electrode. In order to produce the dia- 
mond, great pressure is necessary. This 
can be obtained by forming a solution of 
carbon in molten iron, and allowing the 
iron to solidify suddenly, thereby bring- 



254 ELECTRIC SEATiKO- 

ing suflBcient pressure upon the contained 
carbon to crystalize the latter »into dia- 
monds. A molten solution of carbon and 
iron, obtained in an electric furnace, is 
suddenly poured into lead that has just 
been separately melted. The iron and 
carbon, being lighter than molten lead, 
float to its surface in the form of globules, 
and solidify. These globules, when dis- 
solved in suitable acids, will leave as a 
residue the diamond crystals which are 
unfortunately very minute, but have all 
the physical properties of larger natural 
gems. 



CHAPTER X. 

MISCELLANEOUS APPLICATIONS OP VAMrVHW 

HEATING. 

Beside the different corn rrK^rcJul a|)|)ll- 
cations of heat of electric origin, wliir^h wn 
have already described, therci ar(5 oUwvh of 
great interest that would apiH^ur to Im v(» 
a reasonable probability of coniin^i: into (ex- 
tensive use in the near future. W(» will, 
therefore, devote the conHidc^nition of tin* 
closing chapter to sonuj of tlu^ inon< inUu*- 
esting of these applications. 

In the manufacture of harveuized armor 
plates, now extensively employed on war- 
ships, considerable difliculty has arisen in 
drilling the plates so as to permit tliom to 
be riveted together. The liarveyized steel 
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plate, as ia well known, is so extremi 
ly hard, that the ordinary drOl has no 
efleet whatever on it. Attempts have 
been made to soften, or anneal, these 
plates at the points where the drill holes 
have to bemade,bnt although the intense 
heat of the oxy-hydrogen blow-pipe has 
been tried for this purpose, it has been 
found to be insufficient. For this reason 
a strip around the edges of the plate had 
to be left unhardcned, so as to permit of 
the drilling, and this was an element of 
weakness. It has been found, however, 
that under the intense heat of the voltaic 
are, even the harveyized plate was an- 
nealed, or restored to the soft condition, 
then readily permitting penetration by 
the drill. This method of electric anneal- 
ing is carried out specifically as follows; 
Blocks of copper are laid on the surface 
of the plate and connected witli an alter- 
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nating current transformer, resembling a 
welding transformer. By this means, on 
the passage of the current, intense heat 
is developed in the plate between the two 
electrodes or masses of copper. The 
temperature is then slowly lowered by re- 
ducing the current strength. This has 
the effect of withdrawing the temper, or 
annealing the plate between the two 
blocks of copper. It has been found that 
alternating currents are more favorable 
for the concentration of the heating effect 
than continuous currents, a fact due to 
the inductance in the iron. 

The heat of the voltaic arc has been em- 
ployed in a process of electric casting al- 
ready described and mentioned as a proc- 
ess of electric soldering. This process is 
applicable to the cases of repairing fly- 
wheels, steam cylinders, connecting-rods, 
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etc. It consists essentially in the em- 
ployment of the voltaic arc taken be- 
tween two metal electrodes. One of the 
electrodea, consisting of the mass of the 
metal to be repaired, is fixed, and the 
other, the movable electrode, is made of 
the metal -which is to be fused and em- 
ployed in the repairing. Under these 
conditions, the arc is formed between the 
metal to be repaired and the metal em- 
ployed in the casting or filling of the 
intervening space, the latter melting, 
and dropping into the interstices of the 
metal to be filled with the metal and 
then soldered or welded. 

This jiroeess requires about 8 amperes 
per active 8(iiiare millimetre of the metal 
electrode. The usual diameter em- 
ployed for the electric soldering tool ia 
from 6 to 10 mUlimetrea. It is neces- 
sary that the metal which receives i 
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molten a])i>lication should itself be raised 
to a red heat, as, otherwise, the molten 
metal introduced would chill too rapidly, 
and thus prevent an effective junction. 

Probably one of the most valuable mis- 
cellaneous applications of electric heating 
is to be found in the various processes 
which have been designed for the electric- 
al working ^nA forging of metals. In these 
processes the metal is brought by heat of 
electric origin to the temperature re- 
quired for its working, shaping or forging. 

In this, as in other commercial applica- 
tions of electric heating, one of the most 
marked advantages obtained is found in 
the fact that the heat is developed in the 
exact locality where it is needed, and not 
elsewhere; is developed only to the ex- 
tent it is needed, and not to an unneces- 
sary extent; and, moreover, only at the 




tiiue when it is needed. Instead of r 
quiring a lony previous heating in the 
forge or furnace with a waste of fuel, the 
metal hi quickly heated by the electric 
current. Moreover, beat of electric ori- 
gin is capable of much finer and closer 
regulation than is heut of the ordinary 
forge or furnace. Then again, automtitic 
devices may be readily introduced where- 
by the current can not only be controlled 
aa to amount, but also can be cut off iis 
soon as a certain temperature is reached. 
This will be found a matter of consider- 
able advantage in cases where the metals 
to be worked require tempering, since 
the heat to which they are subjected 
can be made absolutely uniform, irre- 
spective of the size of the piece to be 
heated. Moreover, the bar can be heated 
unifoi'mly throughout all jiortions ( 
area of cross- section. 
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A decided advantage in electric forging 
lies in the rapidity with which the heating 
can be obtained; for, if the power applied 
be ample, the bar to be forged can be 
brought up to the forging temperature in 
less than a minute. At the same time it is 
to be remembered that no very large bars 
have yet been treated electrically. This 
process has so far been a])plied mainly to 
the production of comparatively small 
cross- sections of metal, although, of course, 
it is only a question of the amount of 
electric power to permit the process to be 
carried on in larger sizes. 

The power required to heat an iron or 
steel bar one square inch in cross-section 
and 20 inches long is about 27 KW. and 
requires about 2^ minutes, representing a 
total work done of about 4,000,000 joules 
or U KW.-hrs. = 200,000 joules-per- 
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cubic - inch. A larger bar 3 feet long an* 
inches in diameter, would reiiuire abed 
75 KW. over ten minutes, or 45 megajouM 
= 14 KW. hours, or nearly 180.n00 joulf 
per -cubic -inch. 



Two dlHtinetly different methods are in 
use for obtaining the electrical heating of 
the material to be shajjed or forged; 
ly, heatinj^ it by i)asaing a sufficieni 
powerful current through it while in the 
air, and passing an electric current from 
it into a mass of surrounding conducting 
liijuid. The former process, as in electric 
welding, reriuires the use of a powerful 
current strength at a low pressure and 
best obtained by means of an alternati 
current transformer. The latter procef 
on the contrary, requires comparatively 
small current strength, but a compara- 
tively high electrical pressure. 
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Fig. 83 represents the apparatus em 
ployed when the former method of heat- 
ing is adopted. 7" 7*, is a large alternat- 
ing-current transfonner for reducing a, 
current of comparatively high pressure to 
one of very low pressure, but of corre- 
spondingly increased strength. In thii 
particular case rejiresented the iirimary 
coil of the transformer receives about 40 
K W. at full load at a pressure of 1500 volts 
and conset|uently a ciirrent strength of 
about 24 amperes. The secondary coil 
delivers nearly 40 KW, at full load at a 
pressure of about 4 volts and , consequent- 
ly, with a current strength of about 10,000 
amiieres. The secondary terminals of 
the transformer are connected with the 
copper massive conductors 1 and 2; 3 and 
4; 5 and 6; and 7 and 8; any pair being se- 
lected aceordiny; to the character of th; 
work to be heated, These conduct! 
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terminate beneath in clamps or holders 
suitable for different sizes of work. Bars 
to be heated are shown at /i, bridyiiiy 
across the distance between the two elec- 
trodes or clamps. The attention of tlu^ 
reader is called to the electrical cooking 
range shown at the right, not because it 
has any connectfon with the forging proc- 
ess, but from the fact that it differs 
from the electric cooking ranges d(^- 
scribed in the earlier chapU^r of this 
book, since its heating coils are proixjrly 
proportioned to produce the recjuired tem- 
perature within it from a large currcmt 
strength and a low pressure of, say four 
volts, instead of from a high pressure of 
perhaps 100 volts, and a corresi)Oiidingly 
reduced current. 

A number of samples of work done by 
the hammer on m^tal hoatod electrically 
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by this process is shown in Fiy;. HI. 

The second method for lieatinjx (^onsirtts 
in plunging the metal to bo lu^atcMl ho- 
neath the surface of the conducting li(|iii(l, 
when held in a metal clamp conn(H*t(^(l with 
the negative pole of a continuouH-cunH^nt 
source of E. M. I'. The metal to be hc^atc^l 
is made the negative i)()le, and the v(\s- 
sel containing the liciuid is providcul with 
a metal lining of lead c()nnect(Ml witli the 
positive pole. Under these circum- 
stances the current i)asses from the liciuid 
to the metal to be heated. The current 
strength employed is sufficient to produce 
free electrolysis of the liciuid with the 
production of free hydrogen gas at the sur- 
face of the metal to be heated, the high 
resistance of which causes so intense a 
heat at this surface as to practically set up 
an electric arc over its surface. The heat 
so produced rapidly penetrates the mass 
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of the metal and raises its temijeratui 

It is to be observed that this methoS" 
can only be employed with a continuous 
current. The heating process is eon- 
ducted without any oxidation of the metal 
to be heated, its surface being thoroughly 
protected by the enveloping mass of hy- 
drogen. The metal sui'face of the vessel 
containing the liquid becomes oxidized by 
electrolysis dm-ing the operation of the 
process, and has to be renewed from time 
to time, The main resistance in this liquid 
tank exists at the surface of the metal, in 
the film or layer of hydrogen, and, conse- 
quently, it is at this surface that the heat 
is almost entirely liberated. Consequent- 
ly, the amount of current employed is 
automatically regulated by the surface 
area of the immersed metal, the larger the 
surface the greater the current strength 
which will flow. The pressure employi 
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for such a liquid heater may be from 100 
to 500 volts, and the current strenj^h from 
45 amperes upward. 

In order to render the li<juid conduct- 
ing, a suitable conducting salt such as sal 
soda is dissolved in the water to a specific 
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Fig. 85.— End View of Heating Tank. 

gravity of 1.2 at 84° F., and to every ten 
gallons of the solution five pounds of 
borax are added. 

Fig. 85 represents an end view in cross - 
section of the tank employed. The pin- 
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cers P, are connected with the positive pole 
of the source and hold the metal article 
M, so that this is partially submerged. 
The negative pole N, is connected with 
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Fig. 86. —Plan op Heating Tank. 

the sheet lead lining of the tank. Fig. 86 
represents the same apparatus in plan 
view. 



THE END. 
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book of the laboratory and the catalogue of Ih^ 

n forgotten or neglected. So far has the v 
respect to the policy of inclasion that Ihe book has been brought 
down to date by means of an appendix, in which are plactd the 
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Electricity and Magnetism. 

A Series of Advanced Primers. 

By EDWIN J. HOUSTON, Ph.D. (Princeton). 

AUTHOR OF 

**A Dictionary of Electrical IVords^ Terms and Phrases ^^^ 

etc,^ etc,^ etc. 

Cloth. 306 pages. zz6 illustrations. Price, $1.00. 



During: the Philadelphia Electrical Exhibition of 1884, Prof 
Houston issued a set of elementary electrical primers for the benefit 
of the visitors to the exhibition, which attained a wide popularity. 
During the last ten years, however, the advances in the applications 
of electricity have been so great and so widespread that the public 
would no longer be satisfied with instruction in regard to only the 
most obvious and simple points, and accordingly the author has 
prepared a set of new primers of a more advanced character as re- 
gards matter and extent. The treatment, nevertheless, remains 
such that they can be easily understood by any one without a pre- 
vious knowledge of electricity. Electricians will find these primers 
of marked interest from their lucid explanations of principles, and 
the general public will find in them an easily read and agreeable 
introduction to a fascinating subject. The first volume, as will be 
seen from the contents, deals with the theory and general aspects 
of the subject. As no mathematics is used and the explanations 
are couched in the simplest terms, this volume is an ideal first book 
from which to obtain the preliminary ideas necessary for the 
proper understanding of more advanced works. 

Copies of this or any other electrical book published^ will be sent by 
tnailt POSTAGE prepaid, to any address in the worlds on receipt oj price. 
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The Measurement of Electrical Cur- 
rents and Other Advanced 
Primers of Electricity. 

By EDWIN J. HOUSTON, Ph.D. (Princeton). 



A Dictionary of Electrical Words, Terms, 
Phrases," etc., etc., etc. 

Cloth. 429 pages, 169 illustrations. Price, $1.00. 
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Electrical Transmission 
of Intelligence 

AND OTHER ADVANCED PRIMERS OF ELECTRICITY. 
By EDWIN J. HOUSTON. I'll.!), (IVimcton). 

ACTIIOH ()K 

'• A Dictionary of Kicctriraf Worth, IWrnt, an*/ 
Cloth. 33o paxes, HH lllufttratlonii. I^rlce, $i.oo. 

The third and conrliidiiiK vr)ltitiin of IMol. lliuiNton*! Mtriea of 
Advanced Primers of /'i/ft tt n itv l« drvoinl vi» fhc* te1e|*rAph, lelii- 
phone, and miscellaneous Applii-fttlonn n( iIip c^ln-tric riiirrnt. In 
this volume the dirnctilt Nulijmin o( luutiipit* auiI lAhln t(i1<»|^Aphy 
and electrolysis, as wtrll un tlir trli phonr, i«(oi4|>f iMttnry, Hr., arA 
treated in a manner tlint rnnlilrt tlin hri^iuiin to ^^Anily i^raiip th« 
principles, and yet with no niuifKf lit loniplrirnrkH of prcNrnta- 
tton. The electric apiMtialUk fni um^ hi hoiikm, muh an rlfs-liio 
bells, annunciator.H, t)irrinoMaU,rlri itU 1<h kn, |>rtii<li|;h(in)S Hyutemii, 
etc., are explained and illuhtiatrd. 1 lit* piiiiin on rlrrtnwhera- 
peutics describes tlm iiirdical toil diid i;ivr>ii iiiktiuiiionH for 1ih uii^, 
as well as explaining thr; action of vaiiouh ruitfiilM on thr human 
body. The inlereHiinjj ptimrtH on inlilc tflcuiAphy and on tele- 
phony will be appreciated by titohe who wi^li to obtain a clear idea 
of the theory of ihcHc attractive biAin hen of electilcal ncient^ an<l 
a knowled{;e of the detailn of the apiiiUatui. Attention in called to 
the fact that each of the piiinns in thii NeiieN is, ati far as possible, 
complete in itself, and that theie \t no nei'cHsary amnection 
between the several volunirs. 

G?//>x of this or any other rhttriiaUKH^k f'uMiskeii will he sent by Mail, 
POSTAGK pRKi'Aio, to tiny luidresi in the ttnttlii, on receif>t of price. 
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ELECTRICITY ' 

ONE HUNDRED YEARS AGO AND TO-DAY. 

By EDWIN J. HOUSTON, Ph.D. (Princeton), 

"A Dictinnary of EUctrical Words, Terms, ami 

Phrases" etc., etc., etc. 

Oloth. 179 pages, illustrated. Price, $1.00. 



In tracing the history of electrical science from practically in 
birth to the preaent day, the author has, wherever possible, COD' 
sulled original sources of inforniation. As a result of tben ' 
researches, several revisions as lo the dale of discovery of some im- 
portant principles in electrical science are made nev:essary. Will)* > 
Ihe compass of the hook does not permit of anyother than a gener^' 
Ireatmenl of the subject, yel nuroeroua references are given in foot- 
notes, which also in many cases quote the words in which a dis- 
covery waa firsl announced to Ihe world, or give more specific in- 
formation in regard lo tbe subjects mentioned in Ihe maiD portion 
of Ihe book. This feature is one of interest and value, for otlen a 
clearer idea may Iw obtained from the words of a discoverer of a 

Tlie work is not a mere catalogue of subjects and dates, nor is it 
couched in technical language that only appeals to a few. Oti Iha 
contrary, one of its most admirable features is the agreeable style 
in which the work is written, its philosophical discussion as lo the 
cause and effect of various discoveries, and its personal reTenocel 
to great names in electrical science. Uuch information as to elec- 
trical phenomena mayalsobeobtained from the book, as the aathor 
is not satisfied to merely give the history of a discovery, but alio 
adds a concise and clear explanation of it. 

dpiii ^ thii er any alkcT ctittrlcal /mi ^niliihid will tr letU h "^t 
vosi Aca PKH-AiD, la any addrits in Iki vvrld, »« rarr/fl oflri"- 
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The Klectrical World. An Illustrated Weekly 
Review of Current Pro{i;ress in Electricity and its Prac- 
tical Applications. Annual subscription IS'OO 

The Klectric Railway Gazette. An Illustrated 
Weekly Record of Electric Railway Practice and Develop- 
ment. Annual subscription 3.00 

Johnston^s Electrical and Street Railway 

Directory. Containing Lists of Central Electric 
Light Stations, Isolated Plants, Electric Mining Plants, 
Street Railway Companies — Electric, Horse and Cable — 
with detailed information regarding each ; also Lists of 
Electrical and Street Railway Manufacturers and Dealers, 
Electricians, etc. Published annually 5.00 

The Teleg^raph in America. By Jas. D. Reid. 
894 royal octavo pages, handsomely illu trated. Russia, 7.00 

I>nctionary of Electrical Words, Terms 
and Phrases. By Edwin J. Houston, Ph.D. 
Third edition. Greatly enlarged. 667 double column 
octavo pages. 582 illustrations 5.00 

The Electric Motor and Its Applications. 

By T. C. Martin and Jos. Wetzler. With an appendix 
on the Development of the Electric Motor since 1888, by 
Dr, Louis Bell. 315 pages, 353 illustrations 3.00 

The Electric Railway in Theory and 
Practice, The First Systematic Treatise on the 
Electric Railway. By O. T. Crosby and Dr. Louis 
Bell. Second edition, revised and enlarged. 416 pages, 
183 illustrations 2'5° 

Alternating Currents. An Analytical and Graph, 
ical Treatment for Students and Engineers. By Frederick 
Bedell, Ph.D., and Albert C. Crehore. Ph.D. Second 
edition. 325 pages, 1 12 illustrations 2.50 



^^t^6/u-afUns of the W. J. JOHNSTON COMPANY. * 

^^■■<ilerard'a Eleciricity . With ctiapCers by Dr. Louis 
^^H Duncan, C. P. bteincnetz. A. E. Kennelly and Dr. Ciry 
^^B T. Hutchinson. Translated under the direction uf Dr. 
^^p Louii Duncan $3.50 

The Theory and Catciilat[i>n of Alteriiat- 
ID^-Gurrent Phenomena. By Chai'lcs Proteus 
Steinmetz 2.50 

Central Station Bookkeeping. With Suggested 

Forms. By H. A. Poster 1.50 

Contlnaous Current Dynamos and Motors. 

An Elemenliry Treatise for Students. Sy Frank P. 
Cox, B. S. 171 pages. 83 illustrations 2.00 

Ble<ttrlc)ty at the Paris Exposition of 

188U. By Carl llering. 150 pages, 6i illustrations, a. 00 
Klectric Liglitinf; Specification!^ lorthe useof 

Engineers and Architects. Second edition, entirely re- 
written. By E. A. Merrill. 175 pages 1.50 

The Qna(lru))lex. By Wm, Maver, Jr., and Minor 
M.Davis. With Chapterson Dynamo-Electric Machines 
in Relation to the Quadruplex, Telegraph Repealers, the 
Wtieatstone Automatic Telegraph, etc. 126 pages, 63 
illustrations. 1.50 

The Elements of Static Electricity, with Full 

» Descriptions of Ih: IIolU and Topler Machbea. By 
Philip Atkinson, Ph,D, Second edition. 22% page% 
64 illustrations 1.50 
Lightning Flashes. A Volume of Short, Bright 
and Crisp Electrical Stories and Sketches. 160 pages. 
copiously illustrated I.50 

^^ A Practicnl Treatise on Lightning Pro- 
^^ tectloaj Byll.W.Sping. i8opagea,28illualrations., 1 
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£lectrlclty aud Hat^UetlHIU. Being a Series ai 
Advanced Primers. By Edwin J. Houston, Ph.D. 306 
pages, 116 illustrations (1 

Electrical Measure me tt Is aud Other Atl- 
vanced Primers i»f K lectrlcity. Uy Edwin 
J. Houston, Ph. D. 429 pages, l6g illuattatioiis 

The Electrical Transini^sioii of TtitelH- 
gencc and Other Advaitccd Primers oC 
Electricity. By Edwin J. Homton, Ph.D. 330 
pages, 88 illustrations 

Electricity One Hundred Years Ago and 

To-day. By Edwin J. Houston, Pli.D. 179 pages, 
illustrated , 

AlternntlDg Electric Currouts. By E. J. 

Houston, Ph.D. and A. E. liennelly, D.Sc. (Eleclro- 
Technical Series) 

Electric Ueatingr< By ^- J- Houston, Ph.D. and 

I A. E. Kennelly, D.Sc. ( Elect ro-Tcchnical Seriea) 
Electroiiiagnetism. By P.J, HousHin, Ph.D. and 
A. E. Kennelly, D.Sc. (Eleclro-Teclinical Series} 
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Electro-Therat>cutica. By E. J. Houston, Ph.D. 
,. E. Kennelly, D.Sc. (Electm.Technical Series).. 

Electric Arc Lighting. By E. j. Houslon, Ph.D. 
and A. E. Kennelly. D.Sc. (Electro- Technical Series). . 

Electric Incandeacent Liglitingf, By E. J. 

Houston, Ph.D. and A. E. Kennelly, D.Sc, (Electro- 
Technical Seriea) 

Electric Motors. By E. J. Houston, Ph.D. and A. 
E. KenneUy, D.Sc. (Elcclro- Technical Series) 



P^iblicalions Kf Ihi W. J. JOHNSTON COMPANY- 

£lectrlc Street ItallwayB. B; K, J. Hausion, 
Ph.D. and A. E. Kennelly, D.Sc. (Electro-Technical 
Series) $i.oo I 

Electric Telephony. By E. J. Hauscoti, Fh.D. 
and A. E. Kennelly, D.Sc. (Electro- Technical Series).. I 

Electric Telegraph]^, By E. J. Houston, Ph.D. 

and A. E. Kennelly, D.Sc. (Electro-Technical Series) . . i 

Alternating Currents of Electricity. Their 
Generation. Measure: men I, Distribution and Application. 
Aulhoriied American Edition. By Gisbert Kapp. 164 
pages. 37 illuitrations and two plates 1 

Iteceiit Progress In Electric Hallways. 

Being a Summary ol Current Advance in Electric Rail- 
way Construction, Operation, Systemi, Machinery, 
Appliances, etc. Compiled by Carl Hering. 386 
pages, 1 10 illustrations t 

Origiual Pajwrs on Dynamo Machinery 
and. Allied Subjects. Authorized American 
Edition. By John Ilopkinson, F.R.S. 849 pages, go 
illustrations i . 

Oavls' Standard Tables for Electric Wire- 
men. With Instrucliona for Wircmen and Linemen, 
Kules for Safe Wiring and Useful Formula and Data. 
Fourth edition. Revised by W. D. Weaver 1 

Universal Wiring- Computer) for Detenniaing 

the Siies of Wires for Incandescent Electric Lamp I-eads, 
and for Distribution in General Without Calculalio 
with Some Notes on Wiring and a Set of Auxiliary 
Tables. By Carl Hering. 44 pages 



Publicaiiom of Ihc W. J. JOHNSTON COMPANY. 

Expcriiiieuts With Alternating Oarrcnts 
of High Potentitil nnd High Frcqaency. 

By Nikola TesU. 146 pa^cs, 30 illustrations (i.oo 

Lectures on tbe Elcctro-Haguet. Authomed 
American Edition. By Prof. Silvanus P. Thompson. 

287 pages, 75 illustralioiiB 1.00 

Uyuamo and Motur Building for Amnteura, 

Wilh Working Drawinga. By Lieutenant C. D. Park- 

lEeference Book of Tables stid PormulEe 
tVir Electric Street Jiaihvay Engineers. 

By E. A. Merrill 

Practical Id formation for Telepliunista 

By T. D. Lockwood. iga pages 

Wheeler's Chart of "Wire Uaiigcs 

A Practical Treatise on Lightning Con- 
ductors. By H.W.Spang. 48 pages, 10 illustrations. 

Proceedings of the National Conference of 
Electricians. 300 pages, 23 illualraliona 

Wired Love i A RomaTice of Dots and Dashes. 256 



pages 



■75 



Tables of Eqiilralcnt^ of Units of Measure- 
ment, By Carl Bering 

Copies of any ef the above books or of any other eltetr'ual boek 
fublishtd, will be lent by mail, POSTACB PKKpAid, to any address 
in the world on receipt of price. 
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The Electrical World 
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It is noted far it9 ability, enterprise, independence and 
honesty. For Ihnroughneas, candor and progressire spirit it 
stands in tlie foremost rank of special journalism. 

Always abreast of the timES, its treatment of cverylhinK 
relating to the pTa.ctic:il a'td scicntilic development of elcTlric^ 
knowledge is comprebensive and authoritative. Among its 
many Icalures is a weekly nig^sl of Current Teihaim! EUclri- 
cal Litirature, which gives a complete rSsumi oi current ongi. 
nal contributions to electrical literature appearing in other 
journals the world over. 

Subscription j '""^'"^(i"; 

May be ordert-d of any 
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